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Please Note

As the majority of people are right-handed, including myself, the techniques described are from a right-handed person’s perspective. It would be tedious to describe every technique in both left-and right-handed manners. If this upsets anyone, I apologize; but I must emphasize that it is easy to adapt and all the left-handed students that I have taught have never had a problem.

Disclaimer

Safety is of the utmost importance in every aspect of leatherwork. When using tools and chemicals, always follow the manufacturer’s recommended procedures. The author and publisher cannot accept responsibility for any accident or injury caused by following the advice given in this book.
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CHAPTER 1

TOOLS

People say they always know if a stranger has been driving their car. The same can be said of tools, as they become very personalized. I always know if someone has used my round knife, and touch my stitching awls at your peril! My apprentices have their own set of tools, while students on training courses are allocated a set.

Browse through any leatherworking catalogue and you will see a vast array of strange and confusing tools. Obviously you do not need all of them, and what you purchase will depend on your circumstances. Good quality tools are always an asset and should last much longer than cheaper equivalents, but if they are only for occasional use then a lesser quality tool may be adequate.

The best advice is for you to decide what your first project is going to be and buy the tools necessary to do the job. Then add to them as you see fit. Quite often tools intended for other crafts can be adapted for use with leatherwork. (A woodworker’s spoke shave, for example, can be used as a skiver, providing the blade is honed and polished.) It would be impracticable to describe every tool on the market so I hope that by describing a selection of tools that I consider the most useful you can make an informed decision as to which items to purchase.

Guidelines on workshop safety are discussed at the end of this chapter. You will be using sharp tools that can cause serious injury so it is worth setting yourself a workshop safety standard from the outset.

Stitching Requisites


[image: image]

Various items required for stitching: stitching and loop clams, threads, needles and beeswax.



Awls
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A variety of stitching and scratch awls.



STITCHING AWL

This is possibly the most personalized tool in the workshop. The handles and blades, which come in varying sizes and shapes, are purchased separately and have to be made up. A pear shaped handle and 2in (50mm) straight blade will suffice for all but the heaviest of leathers. Awl blades are quite brittle and will snap with misuse so always have spare handles and blades to hand.
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Awls are purchased in two parts: handle and blade.



ASSEMBLING THE AWL
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Place the blade into a vice; to protect the blade cover the jaws with a soft material.
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Tap the handle into place.



Assembling the Awl

The blade will have an end with a black tempered finish that goes into the handle, and a shiny end. To assemble the awl place the blade vertically in a vice with the tempered end showing, ensuring that the jaws of the vice are covered with a soft material to avoid damaging the blade surface. There will be a hole drilled in the tapered end of the handle, place this over the blade and using a mallet tap it into position leaving 1–1¼in (25–30mm) protruding. Make sure that the handle is in line with the blade.

Close inspection of the blade will reveal a diamond shape with a rough surface and sharp point. If used in this condition the blade will snag the leather fibres making penetration difficult, so we need to polish the blade to allow it to cut cleanly through the leather. For this you will need a pair of electrical side cutters, fine wet and dry emery paper, a small block of wood, a piece of scrap leather and water. First wrap the emery paper around the block of wood and sprinkle water onto it (the water acts as a lubricant). Using the side cutters snip off the awl point. Then work the blade against the emery paper until it is smooth and polished (if the emery paper dries out, sprinkle more water onto it). This method of using fine wet and dry emery paper can be used to finely hone knife blades, but watch your fingers and always wrap the emery paper around a wooden block.

We use the wooden block to maintain the blade’s original diamond shape; the long sides should be as knife edges, not rounded, while the tip needs to be rounded with the end again being sharpened to a knife edge.

Periodically try to push the awl through the scrap leather. As the blade becomes polished you will notice the ease in which it slides through the leather. The awl is ready for use when it passes cleanly through the leather without snagging the fibres. Getting the awl to run smoothly is tedious and can take a long time, but persevere as you will reap the rewards for your efforts when you start stitching.

Placing the awl blade into the handle absolutely square is very difficult. For this reason make a notch in the handle in line with one of the flat faces of the blade. It should be large enough to be felt easily with your thumb. While stitching, if your thumb is always in this notch the blade will run through the leather at the same angle. If the blade keeps slipping out of the handle, or the hole in the end of the handle is too big, put a drop of super glue into the hole before tapping the handle into place and leave it for a few minutes to set.

If the blade breaks it nearly always breaks flush with the handle. There is a theory that the handle can be drilled and reused or a new blade can be tapped in alongside the broken end. Personally I just get a new handle and blade and start afresh. I have tried the two methods mentioned and found that they involve a lot of fiddling without much success. The best method is not to break the awl.

SCRATCH AWL

On heavier leathers, when marking out patterns or straight lines it is better to use a deep scratch line rather than drawing on it with a pen. Knife blades tend to follow a scratch line more easily than a pen or pencil mark. Having put a lot of effort into preparing your stitching awl the last thing you want to do is to ruin the end by using it for marking out leather. Instead we use a scratch awl. Any object with a point on the end will do, although clicker’s awls are cheap, come complete with handle and blade and make ideal scratch awls.

ROUND AWL

Like stitching awls, round awls come in two parts, a handle and blade. They are made up in the same manner as the stitching awl but do not have to be polished. As they do not have a sharpened blade they are useful when stitching over existing stitching because they do not cut the stitches. They can also be used as scratch awls.
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The right and wrong way to finish the points on a new awl blade.



Stitching Clams (Saddler’s Clams)

There are various sorts of stitching clams in use, but they all perform the same function – to hold your work in place leaving your hands free. Whichever ones you use is down to personal choice.

Saddler’s clams are made from two pieces of specially shaped wood that are bolted together at the base. The pieces are shaped so that a sprung set of jaws are formed on the top. A bolt and wing nut placed further up the clams allows the tension on the jaws to be adjusted. On the inside of the clams is a staple. This is to accommodate a strap, called a stirrup, which is used to steady the clams and increase the pressure on the jaws if required. It also makes a handy foot rest. This type of clam is designed to be held between the knees, and as they are quite long you will need a high chair; a draughtsman chair is ideal.

A stitching pony consists of a bench with the clams fixed to one end. The position of the clam is set and cannot be adjusted. Some models have sprung jaws, the tension being adjusted by a wing nut at the base of the clams, while others require pressure to be exerted on some form of foot lever to close the jaws. To use the stitching pony, you sit astride the bench with the clams in front of you.

SETTING UP CLAMS

Whichever clams you choose the jaws should be covered with leather to protect the work. Cut two pieces of soft leather the same width as the jaws and approximately 6in (152mm) long. Remove the tensioning bolt and the two pieces should slide apart. Tack the leather over the jaws, replace the tensioning bolt and tighten to desired tension.

This may differ on stitching ponies in which case you will need to examine them carefully and decided how best to part them. If you are using a stitching pony then no further setup is required.

On saddler’s clams, the next step is to place the stirrup. Opposite the staple will be a slot – run the strap through this slot, around the staple and back through the slot. With the clams between your knees and resting against your left thigh, adjust the strap so that your foot rests comfortably within the loop. As you get more practised at using the clams you will probably find that the stirrup will need re-adjusting to obtain the optimum level.

The stirrup does not need to be made of leather – a strong piece of string tied in a knot at the right length will suffice, and while it is not essential it will prove very useful. Not all clams will have the staple and slot to accommodate the stirrup. The staples can be purchased, and it is a fairly simple task to place it and cut a slot opposite for the stirrup strap.

Loop clams

These can be thought of as miniature clams that fit into the jaws of the stitching clams. Their purpose is to hold keepers (loops) in place while being stitched. They are certainly a useful item if doing a lot of strapwork but not essential.

Stitch Markers (Pricking Irons)

These are sometimes known as pricking irons and are used to mark the leather ready for stitching. They come in a variety of stitch lengths ranging from 3–12 stitches per inch (25mm). They also come in a variety of widths, the most common being ½in (12mm), 1in (25mm) and 1½in (37mm). When starting out a good general purpose stitch marker is a 1 inch (25mm) marker with a stitch length of 8 per inch (25mm).

The stitch marker is not used to punch through the leather, merely to mark the surface. Place the stitch marker on the leather at the required position. Holding it firmly and at 90 degrees to the leather, give the end a sharp tap with a mallet. The marks need to be heavy enough to be seen when stitching.

Pricking Wheel

Another form of stitch marker is the pricking wheel. These come either as a complete unit or as a frame with interchangeable pricking wheels, which are rolled across the surface of the leather. These tools leave an adequate impression on natural vegetable tanned leathers, but on leather with dyed waxed surfaces the marks are difficult to see, and while they are quicker than stitch markers care must be exercised when using these as they can easily veer off line.

Needles

Contrary to popular belief the most commonly used needles for hand stitching are blunt to help reduce the possibility of splitting the threads. They are known as saddler’s harness needles and range in sizes from 1 to 4, with 1 being the largest and 4 the smallest. Further sizes 1/0, 2/0 and 3/0 are available for heavier threads (1/0 being the smallest, which is the reverse of the standard needle sizes).

If you intend to do any lacing (thonging) you will require a lacing needle. These differ from conventional needles in that they are flat and do not have an eye. Instead they have a flat sprung end that opens to accommodate the lace. One surface has two prongs that pierce the lace holding it secure.

Threads

The main threads used for hand stitching are made from linen and come in various thicknesses and colours. The thickness of the thread (commonly referred to as thread weight) is denoted by the thickness of a single strand followed by the number of strands twisted together to make up the thread. The most commonly used threads from the thinnest to thickest are 18/3, 18/4, 18/5 and 18/6. There are also finer threads such as 25/3 and heavier threads such as 16/3; the list of thread weights available would probably fill this book.

EXPLANATION OF THREAD WEIGHTS

Thread making is a centuries-old tradition and consequently gives us wonderful terms such as hanks and skeins, which have been mostly lost in our modern world. So long as you remember that 25/3 threads are thinner than 18/3s, which in turn are thinner than 18/6s, that is all that is required, but this section will hopefully give an insight into how these designations are acquired and will provide you to with an entry to the mystical world of thread making.

The strand thickness is calculated by weight against length, from a static weight of 1lb (approx 450g). Cotton threads are calculated in hanks while linen thread uses skeins (1 hank = 18yd or approx 16m; 1 skein = 300yd or approx 277m). To make a linen thread marked as ‘18’, the fibres from 1lb (450g) weight of linen would be stretched out in a continuous length to make 18 skeins. This would give a strand length of 5,400yd (approx 4985m); 18 skeins × 300yd (277m). Subsequently, to make a thread marked ‘25’ the fibres would be stretched out to make 25 skeins giving a continuous length of 7,500yd (approx 6923m); 25 skeins × 300yd (277m).

This gives the first part of the notation marked on threads. The second part refers to the number of strands that are twisted together. Hence 18/3 thread would have three strands of linen that have been stretched out to 5,400yd (4985m) twisted together; and although a 25/3 thread also has three strands, each strand has been stretched to 7,500yd (6923m), thus making it thinner than a 18/3 thread.

HANDMADE THREADS

The majority of threads purchased will be ready made, but balls consisting of a continuous fine linen strand can be obtained for the purpose of making your own thread. While this is generally the domain of saddlers working on heavy horse harness where thicker threads are required, it can be used to great effect on general leatherworking projects especially where a rough rustic effect is required.
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The materials used for hand making threads.



The strand is pulled from the centre of the ball, which can collapse and tangle very easily. To prevent this it is a good idea to make a box to keep the ball in. When making a thread you will need something to hook the strands over, and if you intend to make a lot of threads it is useful to make a thigh pad.

For this explanation I have used a cup hook screwed into the workbench and will be making a thread consisting of eight strands. Beeswax and a small piece of thin leather will be needed (a piece of cloth may be used if the leather is not available) and make sure that they are placed within reach.


	Hold the end of the strand in the left hand and place it over the hook. Move closer or further from the hook to adjust the length of the thread, ensuring that the two resulting sides are equal.

	To break the strand, use the palm of the hand to roll the strand in the right hand against the right thigh while exerting a slight pull.

	Line up the ends of the strands in the left hand and repeat processes 1 and 2 until the required number of strands to make the thread have been achieved. From this point on I will refer to the strands in the right hand as Bundle A and the ones in the left hand as Bundle B. (Left handed people can start with the end of the strand in the right hand and breaking the strand on the left thigh if required).

	Using the fingers to keep the two bundles separate, transfer Bundle A into the left hand, then liberally apply the beeswax to both bundles in turn.

	Return Bundle A to the right hand and roll it against the right thigh, thus twisting the strands together to form the thread. Keep rolling until a tight twist is achieved, then switch Bundle B to the right hand and repeat the process.

	Wax the twisted bundles. Then using the thin leather between the thumb and forefinger, grasp the thread and rapidly rub the thread to remove any excess wax and help to melt the wax into the thread.

	If done correctly the ends of the thread will be tapered. Trim the thin ends but leave the taper as this allows a thinner needle to be used. The thread is now ready for use.



Beeswax

Linen threads used in their natural state would quickly be shredded with the constant pulling through the leather, so they need to be waxed before use. Threads can be purchased pre-waxed but it is cheaper to buy the wax and threads separately. Wax is normally purchased in 1oz (28.35g) blocks. Most people use it direct from the packet, which is perfectly acceptable, but mixing it with boiled linseed oil gives it a softer, stickier consistency. To do this melt the wax over a gentle heat source then add the linseed, the amount depends on how soft you like the wax but 2–3tbsp to 4oz (113g) of wax is a good starting point. Pour a small amount into a bucket of cold water, work it into a ball and leave it to dry for a couple of days when it will be ready for use.

Over a period of time the wax block will pick up bits of thread, fluff and dirt, making it necessary to change it. Do not throw away the old wax – just put it to one side and when you have accumulated enough of them melt them down as described above. Pouring the wax through a flour sieve will remove the dirt. Unless you enjoy plumbing and are prepared to spend hours trying to unblock pipes, do not be tempted to do this in the kitchen sink!

Sundries

Other items required for stitching are a small pair of pliers for pulling through stubborn needles and a small pair of sharp scissors for thread cutting.

Knives

Knives for cutting leather come in all shapes and sizes, and it can be confusing as to which is required. There are leather scissors (known as leather shears) available, but they are really only suited to the thinner leathers. A sharp knife will give a cleaner cut than scissors.

Round Knives

The round knife is a very versatile tool and although not essential, the purchase of one is highly recommended. In the Roman Army Museum at the Roman fort of Vindolanda, Hadrian’s Wall, there is a round knife that was found in the cobbler’s shop, and you could be excused for thinking that it had come from a modern day leatherwork shop. Metals may have changed, but the shape of the round knife has remained the same for centuries.

There are varying sizes of round knives and, although beginners may find the smaller sizes easier to handle, mastering any of the available sizes is not too difficult given practice. Purchasing cheap round knives is false economy. The metals are of poor quality, difficult to sharpen and lose their edge quickly.

There are half round knives (also called head knives) which are basically as the name would suggest, half a round knife and are used in the same manner. The difference in cost between the two is minimal, but some people find them easier to master.

INITIAL PREPARATION

The cutting edge on any new knife will have been sharpened on a grinding wheel at the factory, giving the blade a rough texture. Try the knife on a leather scrap and you will find that it cuts, but like a new stitching awl blade it snags the leather fibres. Hone the blade using the wet and dry emery paper in the same manner used when making up a new stitching awl, or strop it on your sharpening strop (the making of which will be covered later on in this chapter).

CUTTING

Mark a straight line on a scrap piece of leather using the scratch awl. It is important to keep the edge of the cut square, so hold the round knife at 90 degrees to the leather with the curve of the blade on the line. Following the line, push the knife away from you making sure that your fingers are to the side. The main mistake that beginners make is to put too much pressure on the knife in an attempt to cut through the leather in one go, resulting in the blade digging into the work surface or skidding off the surface. It is better to use a lighter pressure and go over the line two or three times; once the first cut is made you will find that the blade wants to follow the cut line on the second and/or third passes. If the blade starts to lose its edge while working, flip it over and use the other side.
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Working clockwise from 12 o’clock: round knife, half round knife, general purpose knife, clicker’s knife and Stanley knife.




[image: image]

Using the round knife to cut a straight line.
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Cutting shapes with the round knife; the blade is tipped back for easier cutting of curves.



Another method is to hold the round knife as described, place it on the edge of the line and roll it forward. Move along the line using a ‘rocking’ motion. Beginners often feel that they have more control using this method, but it is laborious and the finished cut is often ragged. Try to persevere with the first method.

Once you are confident with cutting straight lines mark a shape on the leather, initially avoiding sharp angles or curves. Holding the blade at 90 degrees to the leather and use the point of the knife to go around the outline. The same principles for cutting straight lines apply; do not put too much pressure on the knife and be patient. To negotiate curves, tilt the knife towards you so that the knife is cutting on its point.

SAFETY

Blunt knives cause accidents as the blade does not bite into the leather and skids off. Make sure the knife is
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