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Preface
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Over the course of a long teaching career, I have found that a large number of students – even the most thoughtful and well-equipped – lack the most fundamental level of knowledge and skills. It’s no mystery that this core knowledge is missing; most of the woodworking literature and other woodworking media pays little attention to these fundamentals. Instead, the usual preference is to dive directly into a project or the specific techniques needed to handle some element of a project. Some articles and books cover methods of work, but still tend to omit the basic principles of wood, tools and body mechanics that need to be understood before one can successfully cut to a line, plane a surface flat and smooth, or fit a joint properly.

If a solid foundation of basic skills and knowledge is lacking, a woodworker will never perfect the techniques that he or she needs to advance. For example, it’s rarely a lack of information on how to cut dovetails that keeps most woodworkers from being able to cut the joint successfully. It’s the lack of basic sawing skills, the inability to cut to a line properly, or the failure to wield a chisel effectively. These skills themselves are based on proper body position and mechanics, a fundamental understanding of the properties of wood, the knowledge of how the tools actually work and an understanding of just what it means to cut to a line.

Body position and biomechanics are the source of both the force and the control needed to use both the saw and the chisel properly. The knowledge of wood’s structure, in combination with an understanding of how these tools actually cut through wood, supply more vital information about how the tools should be used. And it all comes together when the woodworker understands just where in relationship to a marked line the wood needs to be removed. And of course, there’s the element of practice. But knowing exactly what you’re trying to accomplish when you practice is essential to your ability to get there. Without these fundamentals, no description of the steps involved in cutting the joint will make a difference in the ability to get the job done.

My own background is as a professional musician, both as a performer and as a teacher. It came as a great surprise to me that so many woodworkers didn’t take a more systematic approach as they learned their craft. Musicians most often begin with basics of how to use the body properly for their instrument (or even more directly, for their voice). Hand position, posture and even breathing all play an important role. The foundation of music itself is studied as well; one learns about the underlying tonal and formal structure. And finally, music history rounds out the education; one learns not only about what music happened when, but also the nuances of style that go along with different types of music.

Musicians hear more in the music than casual listeners. Likewise, true craftsmen see more in both the wood and in the overall form, structure and details of a piece of furniture than the casual woodworker. This is the result of training, of either the ear or the eye.

Similar concepts apply to most athletic endeavors. Whether swinging a golf club or a tennis racket, running, cycling or swimming, the mechanics of how you use your body and how well you understand the specific demands of the sport and the equipment will have an enormous impact on how well you are able to perform.

Musicians and athletes have established methods for developing better fundamentals, and there are many different types of training resources that emphasize these essential basics. Woodworkers, in contrast, tend to get some tools, pick a project, and jump in. Some are able to succeed this way. An astute student will pick up some of the core knowledge through trial and error, or through careful observation of others. Much more can be learned under the eye of a good instructor, who can point out fundamental problems and guide the student toward correct usage of tools and the materials. But if the student doesn’t begin to understand the basics, even this is not enough.

A traditional apprenticeship program provided much of the structure found in learning music or in athletic training. It not only taught the fundamentals, but also provided exposure to the master’s high-level work. This made it absolutely clear what the end results needed to be. The apprentice slowly worked his way up from the simplest of tasks to the more complex, all directly under the supervision of the master and the higher- level workers in the shop.

My goal for this book is to create a significant resource for woodworkers – to pull together as much of the fundamental woodworking knowledge as possible so it can be easily learned and then applied in a wide variety of woodworking situations. It can’t quite be the equivalent of an apprenticeship, or working directly under a great teacher, but it should provide a more comprehensive understanding of the essentials of woodworking than is currently available with other resources.

My point is not to show you how to do everything. In fact, someone showing you how to do something doesn’t mean that you’re going to be able to do it at all. Instead, my goal is to provide a foundation of understanding upon which all woodworking skills can be built and improved.


Introduction

The content of this book might best be described with an analogy. Let’s say you want to drive from your house to a friend’s new house in another state. To drive there you will need a number of things, many of which you might take for granted. First, you’ll need a car and the ability to drive that car. Also assumed is the knowledge of how a car works, the basics of driving on a system of roads and the various rules of the road. You’ll need a map (digital or otherwise), and you’ll need to know the precise location of your destination. You also need some sort of feedback mechanism active the entire time you’re driving, not only to keep you on your correct course, but also to keep your car on the road, traveling at an appropriate speed, and reacting to the vagaries of the traffic, road and weather conditions around you.

Most woodworkers are absolutely delighted by the “car.” And there are an awful lot of “maps” out there. But what about the exact destination, and how to actually drive the car and keep everything on course – despite all of the usual and unforeseen variables one might encounter? These discussions are pretty rare. What do I mean by an exact destination? Much as you need a precise street address to get to a specific house when driving, in your woodworking you need to be able to envision precisely what you’re trying to do.

Another analogy might be useful here. In music, it’s not enough to just know what notes you’re supposed to play. You have to get the pitch and the volume right, and play that note at exactly the right time. You have to balance these things with other musicians who may also be playing. There’s more. In order for the music to make sense, you need to understand how each note fits into the melody and the harmony so that the music makes sense. And then you can start to shape musical phrases and express the musical ideas.

I recall one notorious high school band rehearsal, where our band director, a very talented musician, was trying to convey all of this to us. Although this was almost 40 years ago, it made an enormous impact on everyone in the band. For the entire hour-long rehearsal we played only the first few measures of the piece we were working on – a total of about three seconds of music. Absolutely everything was pointed out, balanced, adjusted and perfected. And throughout the rehearsal, more and more people started to understand what the director and the music demanded of us.

This is no less true in woodworking. You want to dovetail a drawer well. That means not only knowing how to lay out and cut the joint, but how tightly the joint should fit, how close to your scribed line you have to cut to get that fit, and how to use all of your tools to get you to that exact place with clean, perpendicular edges and straight lines. And that just amounts to the basics of getting the joint right. The appearance of the joint (angle, spacing, size of pins, wood choice, edge and corner treatment, degree of finish…) also has to fit in with the rest of the piece.

This brings up a crucial part of the idea of destination: having a clear understanding of the quality of the work you’re trying to do. This is a matter of choice, and is not an inflexible standard. The hope is that your standards will increase as you learn, and you become better able to both see, understand and do quality work. Most of the time you’ll strive for the very highest level you can imagine, but in places – sometimes even on the same job – those standards may be relaxed a little. This was true even in some of the finest of period furniture; hidden away from sight, the work was purely functional. Some jobs may call for different standards altogether. In any case, you need to set out with certain standards of quality in mind, and then work to hold to those standards.

You’re not going to get better just because you’ve got a better sense of quality. But you won’t get better without that sense of quality. You need that sense of where you’re going to be able to work on all of the steps to get you there.

Some of the increased awareness of quality is amazingly easy to acquire. On a basic level, if you don’t know about machine marks, cross-grain scratches or the way sanding can round over or blur a surface, will you even see these things? It’s unlikely. But once you’ve been made aware, they will be glaringly obvious. How is a tenon supposed to fit its mortise? If you don’t know exactly how it’s supposed to look and feel, why it has to fit that way, and the various problems that might befall you as you try to make the joint, how will you manage to make one fit properly?

So how do we set out to fill in this missing woodworking knowledge? How do we build this foundation of understanding?

We’ll work first on understanding the basic information that applies to our material and our tools – in terms of our analogy, we’ll be talking about the “car” and the road system.

The best way to improve our understanding here is to come up with appropriate mental models for how these things work. In terms of our analogy, we’ll form a picture (simplified, but accurate) of how the road systems and the car actually work, so we’re not relying on incorrect assumptions (the car is powered by hamsters running on exercise wheels under the hood, for example). Then we’ll move on to the driving – using your body properly to drive the car, and learning to see and to observe what’s going on around you more accurately. We’ll learn more about staying on course, and how to get better at all of the necessary driving skills.

And finally, we’ll cover some very practical methods for improving: how to deal with mistakes; learning to get more feedback as you work; and how to experiment with and practice your skills.

My hope is that at the end of this, you’ll not only be a better woodworker, but you’ll have a foundation upon which you can improve much further.




Pay Attention

There is very little mindless work in woodworking. First of all, your safety depends on always paying attention to what’s going on, no matter how repetitious the task. In fact, you need to pay extra attention to safety in situations where you naturally tend to let your mind wander. But just as important is paying attention to quality throughout your work, and to improving each and every task you perform over the course of a project.






SECTION ONE

Understanding The Basics
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CHAPTER ONE
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My son, Isaac, helps out with new way of sizing lumber in my shop. The board breaks along the grain lines.

Understanding the Wood

Working with wood can be extraordinarily rewarding. When all goes well, your work can produce sensuously smooth furniture that begs to be touched, glows with a natural warmth, and that, with care, can last for centuries. But wood can also be a source of incredible frustration as pieces crack, warp, twist, expand, contract, and joints fail. Although wood occasionally does behave as if it were intentionally creating mischief, most often, the problems come from a lack of knowledge of the material. Wood is not a stable, inert material. It gains and loses moisture, reacts to temperature, and ages over time. Rarely can you take it for granted. But the more you know about wood’s structure and how that structure defines its properties, the more you’ll be able to deal with almost all of the difficulties it can cause.

The Big Bundle of Straws

The single-most important thing to understand about wood is that it is not a homogeneous material, and it doesn’t behave like one. If you cut it in one direction you’ve got one set of properties. Turn it around and it’s as if you’ve got a different material in your hands. Rotate it 90°, and you’ve got something else entirely. Wood has distinctly different sets of properties when worked on in each of four orientations: with the grain, against the grain, across the grain and across end grain. And on some boards, you don’t even have to rotate the wood; you’ll find all of these different properties within inches on the same surface.

Why is this? Wood is fibrous. The best way to picture it is as a giant bundle of loosely connected straws. When wood is part of a living tree, some of the fibers act as straws, drinking up water and minerals from the soil and transporting them to the crown of the tree. Other fibers carry sugars from the leaves back through the tree to the various growing cells.

Of course, this is an over-simplification. However, this basic mental image is enough to tell you an awful lot about how wood behaves, and it can help you to work more successfully with wood.

Let’s start with one of the most important properties of our bundle of straws. Although the straws themselves can certainly break, they are significantly stronger than the connections between them. In other words, individual wood fibers are stronger than the bond between them. This is very important in understanding many different characteristics of wood. Most obviously, a board will be much stronger if the fibers run along its length than if they run across its width.

[image: ]

Photo by Peter Follansbee

Fig. 1-1 - This is a different kind of “board breaking,” and one that is much more useful. The log has been split into wedge-shaped boards.

Working with Wood

Knock a wedge into the end of a log or parallel to the fibers and it will split along the fibers. Follow this process to create a rough board, and you’ll wind up with a piece of wood whose fibers run in exactly the same direction as the edges of the board, and therefore gives you a very strong board (Fig. 1-1).

You might think that this would be common knowledge, and incredibly useful knowledge at that. But these days, only a few shops that specialize in chairs, period furniture or steam bending do much splitting of lumber. The vast majority of boards that are available have been sawn out of a log. Wood fibers in sawn boards rarely line up perfectly parallel to an edge.




Board Breaking

On a large scale, a good demonstration of wood’s greater strength along its fibers is unrelated to woodworking. Various martial arts require one to break boards as a test of strength and accuracy (see photo, p. 10). Breaking a board where the fibers run along the length of the board (held at the ends) is very difficult indeed. But board breaking in martial arts is done with boards that have the fibers running the short way across the board (in other words, it’s held at the sides). It still takes good aim and a sharp blow to break the board, but it snaps between the fibers surprisingly easily.
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Fibers don’t necessarily grow straight either. Wood fibers can curve, twist and head off in all directions, based on how the tree grew. This can make splitting the wood pretty much impossible, and is certainly one reason that sawing wood is the norm. Sawmills cut the boards along the length of the tree, but that doesn’t guarantee that the fibers will run in that direction. Trees are not simple cylinders either. Even the straightest trees are fatter at the bottom and taper toward the top. They also grow in response to their environment, which is constantly changing.

There are many instances in woodworking where you might end up with a board that has fibers running the ‘wrong’ way, across the board. This is most common if you cut out a shape that has curves. Whatever the cause, if the fibers go across a board the short way, it is called short grain, which creates a point of weakness you need to be aware of. Plenty of woodworkers seem to feel that wood is generally strong enough to ignore these problems. But the fact that some people don’t pay attention to fiber direction doesn’t mean it’s not important. You’ll do much better if you watch out for it and take it into account.

Woodworkers use plenty of tools besides wedges, although most of these tools are, in essence, very sharp wedges. The wedging action and the fibrous nature of wood play an important role in how tools actually work. The exaggerated model of how this works – the bundle of straws – can help clarify this interaction.

As mentioned above, the fibers in wood don’t necessarily grow straight, and the board that’s cut from the tree only rarely has fibers that run straight from end to end. So a better model for the bundle of straws would include this information: The straws may angle up toward the surface, or curve this way and that. It’s not hard to imagine what might happen if you try to slice into the bundle with a cutting edge. If the straws angle up toward the edge, it is likely that the edge will catch on the straws and pry them up rather than slice them cleanly; it takes less force to wedge them apart from their neighbors than it does to cut them. (Fig. 1-2).



On the other hand, if the straws emerge from the surface angled away from the cutting edge, the edge can slice through them. There’s nothing for the cutting edge to catch on or wedge apart. In addition, the straws that are behind and beneath the surface support those at the surface, and the cutting edge can sever them cleanly (Fig. 1-3).
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Fig. 1-2 - Paring with a chisel against the direction of the fibers, the wood splits out ahead of and below the intended cut.
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Fig. 1-3 - Paring with the direction of the fibers does not split below the intended cut.
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Fig. 1-4 - Notice how the fibers break off beyond the sides of the cut when you pare across the fibers.

Cuts that go across the bundle (on the surface, and perpendicular to the length of the fibers) will separate straws more than slice them. Imagine peeling up a layer of them (Fig. 1-4). Unless the cut happens to be the full width of the bundle, the cut will have ragged edges. The straws will likely break off beyond the tool at either end, At the far end of the bundle, the straws may break off rather significantly.

When you cut across the grain on a piece of wood, the shavings have a very different look and feel from those cut with the grain. You can imagine them as a pile of connected miniature straws. And they feel different, too. They are sharp and surprisingly irritating if they get down your shirt (Fig. 1-5).
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Fig. 1-5 - You get a real sense of the fibers when you plane across the grain. Notice that the back edge of the board is splitting off (spelching) as well.

You might have to score a piece of wood to sever the fibers before attempting to plane or chisel across the grain. There are also some highly specific rabbeting planes designed for cutting across the grain, which incorporate an additional cutting edge (a nicker) to score the wood fibers at the edge of the cut.

There are still other issues that come up when cutting across the end of a board. The bundle of straws also helps explain these. Starting the cut won’t pose a problem; the bulk of the bundle backs up the initial part of the cut. As you reach the far side of the bundle, however, there are fewer and fewer straws backing up the ones you are attempting to cut. A point will finally come where the force needed to push the cutting edge through the straws is greater than the adhesive force holding the straws on the back of the bundle together. The result is predictable: Straws will simply split off and break as you get to the far end of the bundle. And fibers do indeed break off as you get to the far edge of a board. (Fig. 1-6)
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Fig. 1-6 - Planing end-grain will split the unsupported fibers at the far edge of the board.

The straws in the bundle (and fibers in a board) also compress a little as the edge of a tool starts to cut. This is actually true on all cuts, but is most obvious on the end of the bundle. Even with the sharpest of edges, the straws will compress a little bit before the tool starts to cut through; there needs to be enough force pushing back against the edge of the cutting tool for it to be able to cut. A larger wedge angle, a duller edge, or a cut that is too fast may compress the straws even more before they actually cut, and may completely separate straws from their neighbors before any cutting happens. This makes for a much rougher cut. If you try to cut even harder, the straws may simply break off below the surface instead of cutting. (Fig. 1-7)
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Fig. 1-7 - Chop too aggressively with a chisel and you’ll have a mess like this, too.

It’s not uncommon when dealing with wood to find boards with fibers that seem to wander all over the place. The fibers emerge on the surface of the board in one direction in one spot, and emerge in a different direction just a short distance away. This can be very frustrating, and it becomes difficult to avoid tear-out. In general, the solution is to use a steeper cutting angle. The higher angle does not wedge up fibers as easily. And depending on the angle, the wood is subject to a different cutting action; instead of the slicing action of a lower angle, the high angle will cause compression failure and then a smashing off of the fibers. This is less likely to tear up fibers, but does not leave as good a surface as one you’ve successfully planed clean. There are more specific recommendations in the chapter on using your tools.

Gluing Wood Together

The fibrous nature of wood also is important when considering how to glue pieces together. The straw analogy continues to be helpful in explaining this. In order to glue together bundles of straws successfully, the long sides of the straws must be glued together. They don’t need to be parallel – angles are fine – but sides of the straws must be glued to other sides. It’s easy to imagine that gluing the ends of the straws will lead to problems. There’s less actual surface there, and the straws will actually soak up most of the glue. A glue joint on the end of the bundle won’t form a strong connection to anything else.




Planing Across End Grain

One way to deal with the real-world issue of separating fibers when planing end grain is to moisten the end of the board just before cutting (water and mineral spirits, both work, but mineral spirits will evaporate off quicker, and won’t rust your tools). This will swell up the fibers enough to cut down on the compression, and usually allows for a cleaner cut. Of course, a very sharp blade and a more acute cutting angle help as well.





That’s not as obvious with wood, but it’s no less true. We’ll certainly be able to get end grain to stick to something (even other end grain), but it won’t hold well, and will break apart under stress or shock (Fig. 1-8). None of the end-grain fibers will attach to other fibers, and the joint will break apart right at the glue line.
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Fig. 1-8 - Only a few fibers actually adhered to the end-grain in this long-grain-to-end-grain glue joint. The joint failed right at the glue line.

Glue bonds that are from fiber to fiber are generally stronger than the wood itself. In other words, good glue bonds tend to be stronger than the bonds that naturally occur between the fibers. This is true with just about any wood glue. Breaking apart a good fiber-to-fiber joint (a long-grain-to-long-grain joint) you’ll almost always break apart the wood next to the joint, not the joint itself. (Fig. 1-9)
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Fig. 1-9 - This long-grain-to-long-grain joint broke next to the glue line, but not on it.

Beyond the Bundle of Straws

There are a few properties of wood that the bundle of straws model can’t explain fully. In order to understand these properties of wood, we need to elaborate a little bit on our simple model of how wood works.

A tree is constantly adding new fibrous cells just underneath the bark. This new wood accumulates at different rates based on growing conditions. There is quicker growth and larger and thicker-walled cells during moderate and wetter months with more available nutrients, and slower growth with smaller and thinner-walled cells during dryer, hotter months. It’s worth noting that in tropical conditions, where the difference in seasons is minimal or subtle, the cell growth is much more consistent. Annual climate conditions will also have an effect, with drier years (or multi-year periods) showing less overall growth than wetter ones.

The difference between these growth periods is variously called earlywood and latewood, or springwood and summerwood, and in most of the woods we’re familiar with, is noticeably different in either density, porosity and/or color. This is the difference we saw in the growth rings we counted on a tree stump as children. These are called annual rings if the growth pattern changes annually. And it is the difference between these layers that is a major factor in the grain patterns that we see in wood.

What we typically think of as wood grain is the result of slicing a board out of a tree, and cutting across these growth rings in various ways. Different ways of cutting the board out of the log result in very different appearances, and somewhat different structural characteristics as well. The fact that a tree is not cylindrical, but is instead somewhat conical, also affects the patterns created from cutting wood from the tree.

Heartwood and Sapwood

After a certain number of years have added more and more outer layers, the now-inner layers transition from being active transporters of nutrients to more of a structural role in the tree. This defines the difference between sapwood (the active transport component near the bark) and heartwood (the inner, structural wood), which often have different colors both in the tree and in the wood. While this difference is functionally significant in the tree, and can result in very different relative moisture levels between heartwood and sapwood in a freshly cut board, by the time the board is dried, the differences are mostly cosmetic. (Fig. 1-10)
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Fig. 1-10 - Cherry, poplar and walnut all display the difference between sapwood and heartwood with different colors.




Plain-sawn or Flat-sawn, Quartersawn and Rift-sawn Wood

Wood is most often plain-sawn (or flat-sawn, the terms are interchangeable). The appearance of the surface is generally characterized by arches, vees and ellipses in the grain patterns. The ends of the boards will usually show the curvature of the tree’s annual rings.

Wood can also be quarter-sawn. This term comes for the practice of first cutting the log into quarters, and then sawing each quarter into boards. The alignment of the annual rings tend to be perpendicular to the surfaces. The surfaces usually display straight grain, with some additional figure (see below).

Rift-sawn grain (a less-precise term) covers wood with the annual rings oriented somewhere between 45° to 90° to the surface. This displays straight grain on the surfaces, but usually without the additional figure. When the growth rings are at roughly 45° to the surface, the wood is idea for table and chair legs, because it will display the same basic grain pattern on all four sides. Note that a flat-sawn board will have edges that show quartersawn grain, and vice versa.
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Radial Cells and Their Effects

All of the cells in a tree don’t run up and down the trunk. There are important cells that radiate out from the center, providing lateral transfer of nutrients and water. The prominence and size of these radial cells vary from species to species, and can be almost invisible or a defining characteristic of certain quartersawn boards. The radial cells also have an effect on the wood, changing its behavior, as we’ll see in the next section. (Fig. 1-11)
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Fig. 1-11 - Quartersawn white oak (right) shows more ray-fleck that the quartersawn walnut (at left).

Wood Movement

Wood responds in significant ways to changes in its moisture content. And the moisture content of the wood is affected by the changes in the moisture content of the air around it. The wood is constantly releasing or absorbing moisture from the air as it seeks to establish equilibrium. This is a fundamental property of wood, and one that has a major impact on many aspects of woodworking.

When freshly cut from a log, a typical hardwood board can have a relative moisture content (defined as the relation between the weight of the board as freshly cut to its weight completely dried out in an oven) of somewhere between 60 and 100 percent. For most woodworking, the wood is dried to somewhere around 6 to 15 percent. This can happen either by letting it sit exposed to the air for a significant amount of time, which usually results in a in 10 to 15 percent relative moisture content (depending on the climate), or by placing it in a special kiln that will, through a combination of heat and dehumidification, remove moisture in a carefully controlled way, usually down to 6 to 8 percent.

Our more complete bundle of straws model can help us understand how this change in moisture affects the wood. The straws are, for the most part, tubular cell structures. These cellular structures shrink down as the cell walls dry out, but are capable of swelling back up when they regain moisture. They do not lengthen appreciably with added moisture, but they do get fatter. A substantial amount of this movement is confined by the radial cells – the cells that extend outward from the center of the tree. It’s as if these cells tie our bundle together a little tighter between the growth rings. That means that most of the swelling of cells is directed perpendicular to those radial cells, or tangent to the growth rings. In other words, the straws become more oval in cross section as they dry out. The overall effect is that the bundle changes dimension the most in this tangential direction, less so radially and hardly at all lengthwise.

The difference in the amount of change in different directions is a major factor in woodworking. Most furniture isn’t made from wood that’s all aligned the same way; it’s made from many pieces of wood oriented in different ways. The fibers in the aprons of a table run horizontally between the legs, whose fibers run vertically. The top is in a different plane from any of the other pieces. All of these pieces expand and contract in certain dimensions, but not in others. And we want the table to stay together despite this. (Fig. 1-12)
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The expansion and contraction of wood is the major reason wood gives us so much trouble – at least in environments where there is a great deal of seasonal change in moisture content. In fairly constant climates (the desert, the tropics or other similar areas with little seasonal moisture change) wood movement just isn’t a big factor. The moisture content of the air is almost always the same, and the wood (once it has acclimated to this humidity level) remains mostly the same as well. At least it does until the wood or the furniture is moved somewhere else.

But there are also other vexing problems with wood movement: Wood warps in various ways, and checks and cracks. Some of these problems are hard to avoid. But most of the time it comes back to a lack of awareness of how wood naturally behaves.

Why does wood move in these ways? There are a few factors involved, but most of the time it comes back to the issue of moisture.

Any time the moisture content on one surface of a board is different from that on the other side, one side will expand or contract more than the other side. And that differential movement causes the board to cup. This happens in many different situations, some of them less than obvious.
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Fig. 1-8 - Only a few fibers actually adhered to the end-grain in this long-grain-to-end-grain glue joint. The joint failed right at the glue line.

How do you wind up with one side of the board wetter than the other side (other than actually wetting the board on one side)? One common way for this to happen is to finish one side of a board, but not the other. It can also happen if the two sides are finished differently. Finishes provide some protection for the wood, and also slow down (but only rarely eliminate) the exchange of moisture with the surrounding air. If the finish isn’t balanced on both sides, when the atmospheric moisture content changes, one side will adjust more quickly than the other. This means that the fibers on one side will swell up or shrink down quicker than those on the other side. An unconstrained board may then warp.

Milling a board can also create a moisture imbalance if you’re not careful. To understand this, let’s examine more closely how wood dries. When freshly cut wood is placed either in a specialized kiln or out in the air, the wood immediately starts to lose moisture to the surrounding drier air as it seeks equilibrium with its environment. End grain loses moisture much faster than the sides of the fibers. Because of this, it is important to seal the ends of a board (a special paint, wax or other moisture-resistant finish is usually used), or the ends will shrink so much faster than the wood closer to the middle of the board that the ends will crack to accommodate the difference. When the ends are sealed
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	Join fibers to fibers (end grain doesn’t count)

	Create as much good glue surface (fiber-to-fiber sur-faces) as possible

	Create some sort of mechanical connection if possible

	Minimize the effects of wood movement

	Avoid short grain
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A SIMPLE TABLE WITH DRAWER

THICKNESS X WIDTH X

[PART: LENGTH

NOTES

legs 1%" x 132" x 23%4"

Rift-sawn grain (so the grain appears straight on all
four sides). Mortised for side and back aprons, half-
blind dovetail at top of leg for front upper stretcher,
twin tenons for lower stretcher

aprons Y x 4" x 13%2"

Quartersawn or rift-sawn grain, ¥4"long tenons on
both ends (12" between the tenons)

upper stretcher s x 1V2" x 13"

Dovetailed at ends (%/2" long) to attach to top of
legs (12" between dovetails)

lower stretcher Y x 142" by 134"

Twin tenons at ends (oriented vertically for maxi-
mum long grain glue surace) - Y4" long (12" be-
tween tenons)

top 4" x 18" x 18"

Made up of three or four pieces cut from the same
board. Match the grain with care. Boards should be
the same width

drawer front ¥t x 2 V2" x 12"

Symmetrical grain. Look for something interesting.
Half-blind dovetails. Stopped groove for drawer bot-
tom

1" x 2 2" x 131%46"

drawer sides

‘Secondary wood - maple, even grain. Stopped
grooves for drawer bottom

drawer back 2" x 2" x 12"

‘Secondary wood as for sides. One less dovetail
than at the front of the drawer.
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