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I have been very fortunate to have had a long career in construction, and in particular as a painter and decorator. I was trained as an apprentice by an ‘old master’, who helped me gain the skills that have given me such a wonderful career.

It was very much a case of practice and more practice, until I was able to demonstrate mastery of the skills that I had been shown.

I later went into teaching, and the years spent teaching in college have, I believe, delivered the right result – many of my learners have developed into fine craftspeople themselves.

I hope I can continue to encourage others to follow a worthwhile career in construction. I have been inspired by many others – too numerous to mention – and so I hope that this textbook will provide inspiration for you, encouraging you to study and learn the skills of painting and decorating.
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I am a strong supporter of apprenticeships and training programmes for young and old learners alike. I left school in 1984 to serve an apprenticeship in Painting and Decorating for Swan Hunter Shipbuilders, Wallsend, Newcastle and have always been employed as a result of the qualifications I gained during that time and being classed as a tradesman.

Being a Painter and Decorator has given me more opportunities than I could have hoped for. At first, I progressed to being a charge-hand within the industry and then I became an assessor and a lecturer delivering technical and NVQ qualifications to learners within a private training provider. I now work as a Construction Lecturer and Curriculum Lead at an FE college. I have also worked as an Internal Quality Assurer and External Quality Assurer carrying out compliance work within the education sector, written training books and been involved in qualification development work with City & Guilds. None of this would have been possible without my qualifications as a Painter and Decorator.

Work hard and be committed to your learning/training because there will be more opportunities available for you in the future!

I would like to take this opportunity to thank my wife, Lynne, my daughters, Christy and Lydia, and my mother, father, brothers and their families, as well as my close friends for their love and support that I received during a difficult time in my life. I was diagnosed with Stage 4 Throat Cancer in August 2016 and would not have survived this without their help.






How to use this book


Throughout this book you will see the following features:

Qualification Mapping

At the start of each chapter, there is a qualification mapping grid which indicates how the content relates to each of the learning outcomes. The layout of the book has been mapped to the CG 7907 L2 Technical Diploma covers the main points of all qualifications.

INDUSTRY TIPS are particularly useful pieces of advice that can assist you in your workplace.
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INDUSTRY TIP

Stretch string or a rubber band across the middle of the top of the bucket when pasting. This gives you somewhere to rest the brush when not in use.
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KEY TERMS in bold purple in the text are explained to aid your understanding. (They are also explained in the Glossary at the back of the book.)
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KEY TERM

Defect-free: without flaws, holes or cracks and bits left on the surface.
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HEALTH AND SAFETY boxes flag important points to keep yourself, colleagues and clients safe in the workplace. They also link to sections in Chapter 1 for you to recap learning.
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HEALTH AND SAFETY

Some paints give off fumes as they dry, so make sure that your work area is well ventilated.
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ACTIVITIES help to test your understanding and learn from your colleagues’ experiences.
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ACTIVITY

Explain why a stair scaffold should be used for staircases in preference to a ladder and plank. Refer to the HSE website regarding the Work at Height Regulations 2005 (as amended).
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IMPROVE YOUR MATHS items combine improving your understanding of painting and decorating with practising or improving your maths skills.
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IMPROVE YOUR ENGLISH items combine improving your understanding of painting and decorating with practising or improving your English skills.

At the end of each chapter there are some TEST YOUR KNOWLEDGE questions and PRACTICAL TASKS. These are designed to identify any areas where you might need further training or revision. Answers to the questions are at the back of the book.
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CHAPTER 1 PRINCIPLES OF CONSTRUCTION
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INTRODUCTION

Construction is a vital part of the economy and plays an important role in all our lives. Working in this sector can be very rewarding and there are many opportunities for career progression. This chapter introduces the construction industry and gives a wider context to the decorating trade. This chapter will give you an understanding of the principles of construction, building technology and terminology. This includes legislation, such as health and safety, planning and building control.

By the end of this chapter, you will have an understanding of:


	•  how to work in the construction industry

	•  construction information

	•  how to set up and secure work areas

	•  building substructure

	•  building superstructure.



The table below shows how the main headings in this chapter cover the learning outcomes for each qualification specification.
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	Chapter section
	Level 1 Diploma in Painting and Decorating (6707-13)
Unit 101, 201

	Level 2 Diploma in Painting and Decorating (6707-22/23)
Unit 201, 202

	Level 2 Technical Certificate in Painting and Decorating (7907-20)
Unit 201

	Level 3 Advanced Technical Diploma in Painting and Decorating (7907-30)
Unit 301

	Level 2 City & Guilds NVQ Diploma in Decorative Finishing and Industrial Painting Occupations (6572-20)
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1 UNDERSTAND HOW TO WORK IN THE CONSTRUCTION INDUSTRY

This section provides an overview of the range of construction activities. It includes the roles of members of a building team, communication methods used to share information and career progression within the industry.
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Types of construction work

Construction work covers many types of projects, and each one will require different types of planning, numbers of building operatives, tools, equipment, materials and processes. The size and location of the project, together with various planning and environmental constraints will also have an impact.

The following should be considered for all building processes:


	•  Sustainability and environmental protection in relation to the design, planning and delivery stages of project development, across different types and scales of construction project. In construction, sustainability is a broad term that describes how buildings can be constructed in a way that has less impact on the environment. For example, the concept of reduce, recycle and reuse makes better use of natural resources and leads to fewer natural resources being used or wasted. The reuse of bricks, concrete, etc., for hardcore is one example of making construction work more sustainable.

	•  Local sourcing, resource protection, reuse and refurbishment of materials and waste management should be built into the process from design to completion.
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KEY TERM

Sustainability: ensuring the world’s natural resources are not used up today, thereby leaving nothing for future generations. Oil and gas reserves are limited, and alternative sources of energy must be found before they are all gone. Trees cut down for wood must be replaced with new trees so that sources of wood do not run out.
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The range of constructions projects includes new builds, renovations, maintenance and restoration.


New build

This type of project involves the construction of new buildings using new materials. It is typically associated with domestic housing, but can be other new buildings, such as hospitals, factories and leisure complexes.
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Renovation

Renovation is the process of improving or modernising an old building, so it is returned to a good state of repair. The process typically involves replacing old with new.
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Maintenance

Maintenance refers to the process of ensuring that buildings remain in good order, free from decay, and function as they were intended. The most effective form of maintenance is to have a planned programme throughout the life of a building. This could involve weekly, monthly or annual maintenance routines that can extend the life of the building.
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Restoration

Restoration is the process of returning a building to its former state but may also improve it. This type of work is normally undertaken on buildings of historic interest. Restoration involves using materials and processes to authentically match the existing building structures, or as they appeared originally. Some structures of architectural interest or historic significance may be protected as listed buildings.

Listing indicates a building’s special architectural and historic interest and brings it under the consideration of the planning system, so that it can be protected for future generations. The older a building is, and the fewer the surviving examples of its kind, the more likely it is to be listed. Listed buildings are graded as follows:


	•  Grade I buildings are of exceptional interest, only 2.5 per cent of listed buildings are Grade I.

	•  Grade II* buildings are particularly important buildings of more than special interest; 5.8 per cent of listed buildings are Grade II*.

	•  Grade II buildings are of special interest; 91.7 per cent of all listed buildings are in this class and it is the most likely grade of listing for a homeowner.
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KEY TERM

Listed building: a building that can only be restored, altered or extended if consent is given under government planning guidance. A listed building is given a grade which indicates its level of special interest or significance.
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Types of construction work

Construction projects will usually fall into one of three categories – domestic/residential, commercial or industrial.


Domestic or residential

Domestic or residential construction typically refers to buildings that will be occupied as a person’s home. This category includes houses, flats, bungalows, terraced properties and other types of residential building that are built for the purpose of living in. This also includes housing of multiple occupancy and high-rise flats.
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Commercial

Commercial typically refers to all types of land or building premises that are used for business purposes and are non-residential. Commercial properties include:


	•  schools, colleges and universities that are built for the purpose of providing spaces for education

	•  health centres, chemists and doctors’ surgeries that are built to provide healthcare

	•  offices, which may be of high-rise or low-level construction and are typically used for business purposes

	•  entertainment areas, including cinemas, theatres, sports grounds and other buildings used for leisure and entertainment purposes

	•  light industrial units for small businesses

	•  vehicle showrooms

	•  shops including high-street shops and out-of-town stores.



Some commercial properties have a residential element to them, for example hospitals, care homes, prisons, hotels, hostels and student halls of residence. These partly fit within the residential context, but they are likely to be considered commercial projects due to their size.
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Industrial

Industrial buildings are those that are used by an industry to manufacture or process articles as well as those concerned with transport infrastructure. Bridges and tunnels may also be classed as industrial structures.

This type of building includes:


	•  factories, for example vehicle, domestic appliance or food production buildings used for manufacturing processes

	•  quarry processing plants for cement, sand, gravel or other building products that have been extracted from the ground

	•  factories where steel and timber are produced, which among other uses may be used in the construction of buildings

	•  power stations using gas, electricity, oil or nuclear fuel, as well as wind farms and other constructions used for this purpose

	•  petrol stations

	•  bridges and tunnels – structures that provide access from one part of land to another and may involve tunnelling under or building over land or water, for example the Channel Tunnel and the Dartford Crossing Bridge

	•  rail and other transport constructions, such as railway stations, bus stations, airports and other buildings associated with travel.
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Organisations that contribute to the construction process


Building contractors

A building contractor is a person or firm that undertakes a contract to provide materials and/or labour to perform a service or do a job. In the case of the construction industry, building contractors carry out construction work and erect buildings. Building companies may be small, medium or large and comprise the principal or main contractor and various subcontractors. Small companies may range from a single person (sometimes referred to as a jobbing builder) up to those employing 50 workers. A medium-sized contractor typically directly employs between 50 and 250 employees, and a large contractor will directly employ over 250 people.



Manufacturers

A manufacturer is a person or a registered company which makes finished products from raw materials. Manufacturers produce the materials and equipment used in construction, such as bricks, processing timber, plaster, sand and gravel from quarries, paints, toilets, baths, sinks, boilers, electrical sockets, cables and many other items used in the building process.



Suppliers

A supplier is a person or organisation that provides something needed during construction, such as a product or service. Suppliers, or builders’ merchants, sell goods from a manufacturer to the end users, such as building contractors, who use them in construction projects.



Local authorities

A local authority is an administrative body in local government that is officially responsible for all the public services and facilities in an area of the country. They ensure that all building and construction projects in their area comply with legislation relating to planning and building control, are in line with the local development plan and conform to building regulations.



Legislative bodies

The government passes legislation that lays down the rights and responsibilities of individuals and authorities in all aspects of life. The government then instructs an institution, department or body to oversee and control the implementation of that law.

The Health and Safety at Work etc. Act 1974 is just one of many laws related to construction. This Act is administered by the Health and Safety Executive (HSE). The HSE is a UK government agency responsible for the encouragement, regulation and enforcement of workplace health, safety and welfare, and for research into occupational risks in the UK.

The Building Regulations (2010) is another example of legislation implemented by the government to enable buildings to be built safely and to certain approved standards. Building control officers are appointed by the local authority and are responsible for ensuring these standards are maintained.
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ACTIVITY

Visit the Planning Portal at www.planningportal.co.uk and navigate to the building control section. In your own words describe the main purpose of the Building Regulations 2010 regarding materials and workmanship (further information on this topic can be found in the Approved Documents, Regulation 7).
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Roles of construction team members

The construction of a building is a complex process that requires the involvement of many individuals. They make up the construction team and it is important that they work well together. Figure 1.9 shows a typical team involved in a large construction project.
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The members of the construction team are generally classified as professional, craft or operative.


Professional

Those members of the team classified as professional will generally have a management role, where they have a specific responsibility for the planning, design or management of the construction project. The table below describes some of the key roles of the professional team. Members of the legislative bodies, such as planners and inspectors, are also described as carrying out a professional role. There will also be technicians and many other support staff working with the various professional roles listed, as well as several specialist roles carried out in the construction process. For example, an architectural technician will typically work in support of the architect to carry out various duties in the construction design process. The Principal contractor and Principal designer will ensure that all aspects related to the Construction Design and Management Regulations are formulated and implemented. The full details of the CDM regulations are explained on page 9 and 26. They may appoint a single co-ordinator on contracts to oversee this role.
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	Architect
	Designs new buildings and the spaces around them; he or she also works on the restoration and conservation of existing buildings



	Engineer
	Civil engineer: designs and manages construction projects ranging from bridges and buildings to transport links and sports stadiums
Building services engineer: designs, installs and services equipment and systems in buildings like offices and shops

Structural engineer: helps to design and build large structures and buildings, such as hospitals, sports stadiums and bridges




	Designer
	May be involved in interiors or landscaping and is generally involved in the aesthetic layout of spaces. This could include furnishings, plants and other works of a decorative nature



	Surveyor
	Quantity surveyor: oversees construction projects, manages risks and controls costs
Building surveyor: advises clients about the design, construction, maintenance and repair of buildings

Land surveyor: measures the shape of the land and gathers data for civil engineering and construction projects




	Estimator
	Works out how much it will cost for a company to supply products and services to its clients



	Site or construction manager
	Organises the work on building projects, making sure it is completed safely, within budget and on time



	Clerk of works
	Oversees the quality and safety of work on a construction site, making sure that building plans and specifications are being followed correctly



	Town planner
	Helps shape the way towns and cities develop and balances the demands on land with the needs of the community



	Building control officer
	Makes sure building regulations are followed



	Health and safety inspector and CDM co-ordinator
	Health and safety inspector: ensures that workplaces are safe for workers and members of the public, and checks that employers and employees follow health and safety regulations
Construction design and management co-ordinator: advises the client on health and safety matters during the design process and planning phases of construction
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KEY TERM

Aesthetic: the beauty of something and how that is appreciated by the person looking at it.
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Craft

The definition of a craftsperson relates to an individual that has been trained and qualified to perform a task or job. The table below highlights some of the key roles carried out by members of the craft team and other skilled and trained workers that apply their specialist skills within a construction project. The management of the day-to-day activities of this skilled group may be undertaken by a supervisor, foreperson or chargehand, many of whom will also be skilled craftspeople who have a practical working role as well.
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	Bricklayer
	Builds houses, repairs walls and chimneys and refurbishes decorative stonework. He or she also works on restoration projects



	Carpenter and joiner
	Makes and installs wooden structures, fittings and furniture



	Dry liner
	Uses plasterboard panels to build internal walls, suspended ceilings and raised flooring in houses, offices and shops



	Electrician
	Installs, services and fixes electrical equipment, circuits, machinery and wiring



	Foreperson
	Often known as foreman, but this role can be carried out by a person of any gender. The individual takes day-to-day responsibility for managing the work of a team of workers. A general foreperson may take responsibility for several trades and a trade foreperson may take responsibility for a particular trade, e.g. foreperson bricklayer



	Painter and decorator
	Prepares and applies paint, wallpaper and finishes to different surfaces



	Plant operator
	Works with machinery and equipment used on building sites



	Plasterer
	Prepares and plasters walls and ceilings ready for decoration and finishing



	Plumber
	Installs and services hot and cold water systems, heating systems and drainage networks



	Roofer
	Re-slates and tiles roofs, fits skylight windows and replaces lead sheeting and cladding



	Scaffolder
	Designs, erects and dismantles scaffolding on buildings that allows workers to work safely at height



	Stonemason
	Carves blocks of stone and lays and fits stonework into place on construction projects



	Tiler
	Tiles walls and floors in kitchens, bathrooms, shops, hotels and restaurants







Operatives

Sometimes referred to as labourers or construction operatives, these roles involve a range of practical tasks that help skilled construction workers. This could include digging trenches, mixing and laying concrete, operating machinery, using equipment such as cement mixers, drills and pumps, and moving, loading and unloading materials.
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Construction industry career opportunities

The Technical Certificate in Painting and Decorating is aimed at those looking to work in the construction industry specifically as a craftsperson in painting and decorating. A painter and decorator is an important part of any construction team, as he or she has the skills and knowledge to use a range of coverings, such as paint and wallpaper, to enhance and protect plaster, metal and wood surfaces. The Technical Certificate allows you to gain an understanding of the skills and knowledge that are important when working as a painter and decorator and to progress to further training in this area. This qualification is designed to help you enter employment in the construction industry as a painter and decorator.


Progression routes


	•  National Vocation Qualification (NVQ): this is a work-based qualification (available at various levels) that combines learning and practical working.

	•  Apprenticeship: allows you to gain a qualification (at various levels) while working alongside someone who is already qualified and experienced in their role. An apprenticeship combines practical training in a job with study, usually one day a week.

	•  Degree-level course: these are usually completed at college or university over three to four years. Depending on the subject, these courses combine coursework, exams and practical learning. It is possible to study for a degree in your own time or part-time combined with work and supported by your employer.
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ACTIVITY

Visit www.goconstruct.org/ or https://nationalcareers.service.gov.uk/ and find out more about apprenticeships and the various job roles in construction.
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Importance of qualifications and continuing professional development

Once you are qualified, you can apply for a Construction Skills Certification Scheme (CSCS) card. This card provides proof that you can work on a construction site and have the appropriate training and qualifications for the jobs you do on site. The CSCS card ensures the workforce are appropriately qualified, and the scheme plays an important part in improving standards and safety on UK construction sites. Most principal contractors and major house builders require construction workers on their sites to hold a valid CSCS card.

Continuing professional development (CPD) means continuing to update and expand your knowledge and skills, even when qualified, to ensure that you always work in line with current industry practice.
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ACTIVITY

Visit www.cscs.uk.com/ and find out what qualifications are required to apply for a skilled card as a painter and decorator.
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Communication within a construction team

Good communication is essential in the day-to-day running of a construction project. For each project there will be a chain of hierarchy that enables information to be properly managed and documented. The chain of hierarchy will vary depending on the size of the project. For example, on a large project it is usual for the client to communicate their requirements to the architect who will in turn share the information with the main contractor for further sharing through the chain of command to the workforce.
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KEY TERM

Hierarchy: the system in which members of an organisation are ranked according to relative status or authority.
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Key personnel involved in day-to-day communication

The site manager is responsible for overseeing the project and communicating the main contractor’s directions. He or she will communicate with the various supervisors and forepersons and they will in turn communicate and direct the activities of the individuals in the workforce. Through this chain of communication, the wishes of the client are carried out.

Further daily communication is carried out by the various operatives organising and working together to ensure the project runs in the most efficient manner for all concerned.



Others involved in wider communication

In a large building project, there will be many other individuals and bodies that have a role to play in the wider communication of information. The architect will carry out the design to meet the needs of the client. He or she will liaise with local authority planners and environmental and building control officers to ensure the project meets all the legislative requirements before passing information on to the main contractor.

In turn, the main contractor will appoint a health and safety co-ordinator to plan how the project will be set up and managed safely and a construction design and management (CDM) co-ordinator to help everyone involved in the project to communicate effectively. The CDM co-ordinator’s role is to advise the client on matters relating to health and safety during the design process and during the planning phases of construction. The principal duties of the CDM co-ordinator are as follows.


	•  Notify the Health and Safety Executive of the particulars of a project, as specified in schedule 1 of the Regulations using Form F10. The HSE is informed if a project is likely to last longer than 30 days or involve more than 500 person-days of construction work.

	•  Advise the client as to whether the materials and processes selected for the project are acceptable in terms of quality and quantity.

	•  Co-ordinate health and safety aspects of design work and co-operate with others involved with the project to allow the work to proceed in a safe manner.

	•  Help with communication between the client, designers and contractors.

	•  Provide, or ensure that the client provides, pre-construction information.

	•  Advise on the construction phase plan before construction works begin.

	•  Advise on any subsequent changes to the construction phase plan.

	•  Work with the principal contractor regarding any ongoing design work during construction.

	•  Prepare the health and safety file, and then give the health and safety file to the client at the end of the construction phase.



The HSE will appoint inspectors who will carry out inspections of building works to ensure that laws relating to health and safety are being adhered to. The inspector will:


	•  investigate when an accident occurs, something has gone wrong or a complaint is made, to find out whether people working on site or nearby are at risk

	•  ensure action is taken to control risks and when someone is breaking the law

	•  take appropriate enforcement action in relation to any non-compliance, ranging from advice on stopping dangerous work activities to prosecuting when people are put at serious risk of harm

	•  provide advice and guidance to help everyone to comply with the law and avoid injuries and ill health at work.



Inspectors have the right of entry to your premises as well as the right to talk to employees and safety representatives, and to exercise powers necessary to help them fulfil their role.
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KEY TERM

Non-compliance: not following the requirements of legislation, for example the Health and Safety at Work Act, and potentially working in an unsafe manner.
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Local residents

It is important that the community, and especially owners or residents of adjoining properties, are kept informed about the ongoing construction work, and any disruption to their daily lives should be kept to a minimum. They should be told of disruption to electricity, gas or water supplies or any other issues in a polite, respectful way to reduce potential conflict during the construction process.




Methods of communication


Written

The written form of communication is vital within construction and is used in many ways within a project. In most cases the formal documents that are produced by the architect on behalf of the client will be in a written format. These form part of the contract and will therefore have a legal bearing, particularly in any dispute regarding design, costs and other building processes. The documents that are communicated between clients, architects and contractors will need to be kept throughout the life of the project as they will be required frequently during the building process for costings, quantities, resources, planning purposes, cost control, programming and to obtain tenders. These documents can now be managed using a building information modelling (BIM) system.

Sometimes more informal documents are used for communication purposes, such as emails and handwritten notes, although these can be scanned so that a record is kept.
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KEY TERM

Building information modelling (BIM): a digital process for creating and managing information about a construction project throughout its lifecycle, from its earliest conception to completion and potentially its eventual demolition.
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Advantages of written communication

Written communication is more accurate and precise and is less likely to lead to confusion or misunderstanding. Examples and illustrations can easily be used too, and a permanent record is created that can be referred back to if needed. Written communication is acceptable as a legal document, so for this reason, any important verbal discussions should be written down to provide confirmation of what was said.




Verbal

Communication with colleagues and line management may involve a face-to-face chat or a more formal site meeting. Communication helps to ensure that work is done on time and to the required standard.

Verbal communication is the commonest form, but text messaging and phone calls can be convenient. Emails or letters ensure a record of the conversation is kept. Day-to-day communication between colleagues and the foreperson will mostly be verbal unless there is formal information to be shared such as colour schedules or other aspects of the specification that are written down so there is no misunderstanding or confusion.

Regular communication reduces the chance of misunderstandings and helps to keep things on track. To communicate effectively, you need to be polite, respectful and to speak appropriately with a wide variety of people while maintaining good eye contact. It is important to listen well, present your ideas appropriately, speak clearly and concisely and be professional.
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KEY TERM

Concisely: providing information in a few words, so that communication is brief, but with enough detail to cover all the points.
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2 UNDERSTAND CONSTRUCTION INFORMATION


Building controls and regulations

There are various controls and regulations that need to be followed when planning and carrying out construction projects, and it is useful to know what they are and how they apply to any project that you work on.


Planning permission

Most building projects require planning permission, particularly new builds but also anything from an extension on a house to a new shopping centre. When renovation projects involve the change of use of a building, for example when a public house is converted into a residential home, planning permission is required for the change to take place. Local authorities are responsible for deciding whether a building project should go ahead.



Building regulations

Building regulations are minimum standards required by law for the design, construction and alteration of almost all building work. The regulations were developed by the UK government and approved by parliament. The Building Regulations 2010 cover the construction and extension of buildings and these regulations are supported by Approved Documents. Approved Documents set out detailed practical guidance on compliance with the regulations. Building regulations approval is different from planning permission, and both may be needed for a project.

An application for building regulations approval can be made to any local authority building control department or approved inspector. The British government has developed a one-stop shop website for planning and building approval requirements, called the Planning Portal, www.planningportal.co.uk, which has lots of information on this topic.



Health and safety law

Most issues related to health and safety law are covered under the Health and Safety at Work Act (HSWA) 1974. This Act places a legal duty on employers to ensure, so far as reasonably practicable, the health, safety and welfare of employees, and to ensure that employees and others are kept safe. Under the Act, employers have an obligation to ensure any potential risk of work-related injury is eliminated or controlled. If there are five or more employees then there must be a written health and safety policy statement, setting out how the management of health and safety is covered in the organisation.

The management of health and safety is further covered under the Management of Health and Safety at Work Regulations (MHSWR) 1999. These Regulations require employers to consider the health and safety risks to employees and to carry out a risk assessment to protect employees from exposure to reasonably foreseeable hazards and risks. Those risks include work-related violence.
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KEY TERMS

Risk assessment: an assessment of the hazards and risks associated with an activity, and how to reduce and monitor them. The aim of the risk assessment is to identify work hazards and put in place measures to reduce the risk of that hazard occurring.

Hazard: anything that can cause harm.
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The Construction Design Management Regulations (CDM 2015) are the main regulations for managing the health, safety and welfare of those working on construction projects. CDM Regulations apply to all building and construction work, including new build, demolition, refurbishment, extensions, conversions, repair and maintenance.

Further information about the Health and Safety at Work Act and other health and safety law related to construction is provided later in this chapter.



Quality and standards

Most industry sectors have a set of standards, and there are currently over 3500 standards relevant to construction in the UK. Meeting a high standard of quality, whether in the supply or use of materials, is a key issue for the construction industry. Quality of workmanship in all areas is also important. Most standards are set out in a series of documents supplied and managed by the British Standards Institute (BSI). British Standard (BS) publications are technical specifications or practices that can be used as guidance for the production of a product, for carrying out a process or for providing a service. The BSI Kitemark, first introduced in 1903, is commonly found on a range of products, including construction products.
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Quality Management ISO 9001 is the international standard covering a range of quality management standards, including customer focus, managing the business by a series of processes (rather than the people) and focusing on continual improvement. If used by an employer or on a project, ISO 9001 provides the basis for an overall focus on quality and producing products and projects to a high standard.




Types and uses of construction information

Construction projects are complex and involve a significant amount of information that is used to manage, support and organise the project, as explained below.


Specifications

Specifications are normally drawn up as a written document based on a client’s needs. The document sets out the requirements in a logical form and is one part of a building contract. The specification will describe the types of materials and finish required and should be read in conjunction with the drawings to ensure that everything follows the correct criteria.
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KEY TERM

Building contract: an agreement between the client and contractor, which forms a legal agreement of what is included in the work, such as how much it will cost, how payments will be made and the start and completion dates.
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Drawings

Information contained in drawings is an important part of most construction projects. A series of drawings will be produced by the architect or engineer to provide a visual illustration of the project. Being able to view the construction project as a drawing makes it easier to understand than just a written description of the project. A drawing will show the location of the project, layouts, and will include detailed drawings that show how something should be built. It is important that the drawings are read in conjunction with any specification, as the written and drawn detail together are what a construction team need to follow. You will look at some commonly used drawings later in this chapter.



Schedules

Schedules give details of elements of the construction, such as repeated design elements, including doors and windows. A typical door schedule is shown below.




	Master internal door schedule



	Ref:

	Door size

	SO width

	SO height

	Lintel type

	FD30

	Self closing

	Floor level






	D1

	838 x 1981

	900

	2040

	BOX

	Yes

	Yes

	GROUND FLOOR



	D2

	838 x 1981

	900

	2040

	BOX

	Yes

	Yes

	GROUND FLOOR



	D3

	762 x 1981

	824

	2040

	BOX

	No

	No

	GROUND FLOOR



	D4

	838 x 1981

	900

	2040

	N/A

	Yes

	No

	GROUND FLOOR



	D5

	838 x 1981

	900

	2040

	BOX

	Yes

	Yes

	GROUND FLOOR



	D6

	762 x 1981

	824

	2040

	BOX

	Yes

	Yes

	FIRST FLOOR



	D7

	762 x 1981

	824

	2040

	BOX

	Yes

	Yes

	FIRST FLOOR



	D8

	762 x 1981

	824

	2040

	N/A

	Yes

	No

	FIRST FLOOR



	D9

	762 x 1981

	824

	2040

	BOX

	Yes

	Yes

	FIRST FLOOR



	D10

	762 x 1981

	824

	2040

	N/A

	No

	No

	FIRST FLOOR



	D11

	686 x 1981

	748

	2040

	N/A

	Yes

	No

	SECOND FLOOR



	D12

	762 x 1981

	824

	2040

	BOX

	Yes

	Yes

	SECOND FLOOR



	D13

	762 x 1981

	824

	2040

	100 HD BOX

	Yes

	Yes

	SECOND FLOOR



	D14

	686 x 1981

	748

	2040

	N/A

	No

	No

	SECOND FLOOR







Bill of quantities

A bill of quantities is drawn up by the quantity surveyor and describes everything that is contained within the specification, drawings and schedules. A bill of quantities contains general information, including the name of the client, address and details of the site and details of the quality of the materials and workmanship.




	BILL OF QUANTITIES
(Assuming Civil Engineering Standard Method of Measurement (CESSM3) is used.)




	 
	 
	 
	 
	 
	Amount



	Number
	Item description
	Unit
	Quantity
	Rate
	£
	P





	 
	CLASS A: GENERAL ITEMS
Specified Requirements

Testing of Materials

	 
	 
	 
	 
	 



	A250
	Testing of recycled and secondary aggregates
	sum
	 
	 
	 
	 



	 
	Information to be provided by the contractor
	 
	 
	 
	 
	 



	A290
	Production of Materials Management Plan
	sum
	 
	 
	 
	 



	 
	Method Related Charges
	 
	 
	 
	 
	 



	 
	Recycling Plant/Equipment
	 
	 
	 
	 
	 



	A339.01
	Mobilise; Fixed
	sum
	 
	 
	 
	 



	A339.02
	Operate; Time-related
	sum
	 
	 
	 
	 



	A339.03
	De-mobilise; Fixed
	sum
	 
	 
	 
	 



	 
	CLASS D: DEMOLITION AND SITE CLEARANCE
	 
	 
	 
	 
	 



	 
	Other Structures
	 
	 
	 
	 
	 



	D522.01
	Other structures; Concrete
	sum
	 
	 
	 
	 



	D522.02
	Grading/processing of demolition material to produce recycled and secondary aggregates
	m3
	70
	 
	 
	 



	D522.03
	Disposal of demolition material offsite
	m3
	30
	 
	 
	 



	 
	CLASS E: EARTHWORKS
Excavation Ancillaries

	 
	 
	 
	 
	 





A bill of quantities will also include descriptions of items in terms of quantities and size and will have space for contractors to estimate the cost of a single item and record their projected costs. The example illustrates just one page from a project; in reality a bill of quantities will have many pages.

Deciding who will do the construction work is an important part of any project. Before the contract can begin, the specification, drawings, schedules and bill of quantities will be sent to a number of contractors (usually a minimum of three) asking them to estimate the cost of the work. Once the contractors have returned their estimates the architect will discuss with the client and make a recommendation of the contractor most suitable to carry out the work. This recommendation is likely to be based on the contractor’s experience and availability as well as cost.
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Programme of works

Once the contract has been awarded to the chosen contractor and signed, the contractor will put together a programme of works. This describes when various tasks will happen, and when trades, materials and equipment are required. The programme of works is plotted on a chart (often referred to as a Gantt chart) so it can be easily seen when plant and labour are required, and whether each part of the project is running on time.



Building information modelling

Building information modelling (BIM) is an intelligent 3D model-based process that enables engineering, architecture and construction professionals to plan, design, construct and manage a project more efficiently and helps all team members to work to the same standards as one another. Typically, BIM is used on large construction projects, especially those awarded by government. It can be continually updated so that if amendments are made, they are automatically saved and shared with all members of the project team. All the documents listed above will form part of the information sharing, along with communications notes and all the documentation connected with the project throughout its lifecycle.
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KEY TERM

Lifecycle: the entire time that something exists
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Technical drawings used in the construction industry



Drawing methods


Manual drafting
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CAD and CAD/CAM
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Drawing information
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Types of drawing



Orthographic projection
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Isometric projection
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Location drawings




Block or location plans
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Site plans
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Floor plans
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Elevations
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Sections
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Detail, assembly or component drawings
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Symbols and hatchings
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	•  brickwork

	•  blockwork

	•  concrete

	•  insulation

	•  hardcore

	•  sawn timber

	•  softwood timber.
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Health and safety and construction sites
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Health and Safety at Work etc. Act 1974




Key employer responsibilities



	•  provide a safe working environment

	•  provide safe access (entrance) and egress (exit) to the work area

	•  provide adequate staff training

	•  have a written health and safety policy in place

	•  provide health and safety information and display the appropriate signs

	•  carry out risk assessments

	•  provide safe machinery and equipment and ensure it is well maintained and in a safe condition

	•  provide adequate supervision to ensure safe practices are carried out

	•  involve trade union safety representatives, where appointed, in matters relating to health and safety

	•  provide personal protective equipment (PPE) free of charge

	•  ensure the appropriate PPE is used whenever needed, and that operatives are properly supervised

	•  ensure materials and substances are transported, used and stored safely.





Key employee responsibilities


	•  Follow the training you have received when using any work items your employer has given you.

	•  Take reasonable care of your own and other people’s health and safety.

	•  Co-operate with your employer on health and safety and wear the PPE supplied.

	•  Tell someone (your employer, supervisor or health and safety representative) if you think the work or inadequate precautions are putting anyone’s health and safety at serious risk.

	•  Do not use drugs, medication or alcohol when working on a construction site as this can lead to poor judgement which could affect performance and lead to an increased risk of accidents.






Site induction




	•  senior management commitment to health and safety

	•  outline of the project

	•  management of the project

	•  first aid arrangements

	•  accident and incident reporting arrangements

	•  arrangements for briefing workers on an ongoing basis, for example toolbox talks

	•  arrangements for consulting the workforce on health and safety matters

	•  individual worker’s responsibility for health and safety.





	•  site layout

	•  site welfare facilities

	•  site rules

	•  details of key personnel such as supervisors, safety officers, first aiders and fire marshals

	•  responsibilities and legal duties

	•  co-ordination between contractors

	•  fire safety

	•  emergency procedures and muster points

	•  location of first aid equipment and fire extinguishers

	•  permit to work systems

	•  procedures for signing in and out

	•  parking arrangements

	•  method statements

	•  tools, plant, vehicles and equipment

	•  operating hours

	•  cleanliness and waste management

	•  meaning of signs

	•  smoking, drugs and alcohol

	•  standard of behaviour expected

	•  personal protective equipment

	•  working at height

	•  ear defender zones

	•  restricted areas

	•  handling goods and materials

	•  asbestos

	•  vibration

	•  accident reporting.
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Toolbox talks




Safety signs



	•  things you must not do (red and white prohibition signs)

	•  things you must do (blue mandatory signs)

	•  warnings to be careful of potential risk or danger (yellow and black hazard or caution signs)

	•  directions to safety or in the case of emergencies (green safe condition signs).






	Type
	Description





	Prohibition


	A sign prohibiting behaviour that is likely to increase or cause danger, e.g. ‘No access for unauthorised persons’



	Mandatory

	A sign requiring specific behaviour, e.g. ‘Eye protection must be worn’



	Caution

	A sign giving warning of a hazard or danger, e.g. ‘Danger: slip hazard’



	Safe condition

	A sign giving information related to emergency exits, first aid or rescue facilities, e.g. ‘Fire assembly point’
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Fire safety




	1  Oxygen: a gas in the air that combines with flammable substances under certain circumstances.

	2  Heat: a source of fire, such as a hot spark from a grinder or naked flame.

	3  Fuel: things that will burn, such as flammable solvents, timber, cardboard or paper.
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Fire extinguishers
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	Class of fire
	Materials
	Type of extinguisher





	A
	Wood, paper, hair, textiles
	Water, foam, dry powder, wet chemical



	B
	Flammable liquids
	Foam, dry powder, CO2



	C
	Flammable gases
	Dry powder, CO2



	D
	Flammable metals
	Specially formulated dry powder



	E
	Electrical fires
	CO2, dry powder



	F
	Cooking oils
	Wet chemical, fire blanket







Reporting of Injuries, Diseases and Dangerous Occurrences Regulations (RIDDOR) 2013
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	•  there has been an accident which caused the injury

	•  the accident was work-related

	•  the injury is of a type which is reportable.





	•  Accident: a separate, identifiable, unintended incident, which causes physical injury. This specifically includes acts of violence to people at work. Injuries in themselves, such as feeling a sharp twinge in your back when working, are not accidents. There must be an identifiable external event that causes the injury, such as a falling object striking someone. Repeated exposure to hazards that eventually cause injury, such as repetitive lifting, are not classed as ‘accidents’ under RIDDOR.

	•  Work-related: RIDDOR only requires accidents to be reported if they happen in connection with work. The fact that there is an accident at a work premises does not, in itself, mean that the accident is work-related – the work activity itself must contribute to the accident. An accident is ‘work-related’ if any of the following played a significant role:

	•  the way the work was carried out

	•  any machinery, plant, substances or equipment used for the work

	•  the condition of the site or premises where the accident happened.





	•  Reportable injuries: the following are reportable under RIDDOR when they result from a work-related accident:

	•  the death of any person (Regulation 6)

	•  specified injuries to workers (Regulation 4)

	•  injuries to workers which result in their incapacitation for more than seven days (Regulation 4)

	•  injuries to non-workers which result in them being taken directly to hospital for treatment, or specified injuries to non-workers which occur on hospital premises (Regulation 5).
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Control of Substances Hazardous to Health (COSHH)




	1  Eliminate the use of a harmful product or substance and use a safer one.

	2  Use a safer form of the product, for example paste rather than powder.

	3  Change the process to emit less of the substance.

	4  Enclose the process so that the product does not escape.

	5  Extract emissions of the substance near the source.

	6  Have as few workers in harm’s way as possible.

	7  Provide personal protective equipment (PPE) such as gloves, coveralls and a respirator. PPE must fit the wearer.
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	•  Dusty or fume-laden air can cause lung diseases, particularly in those working as welders, quarry workers or woodworkers.

	•  Metalworking fluids can grow bacteria and fungi which can cause dermatitis and asthma.

	•  Flowers, bulbs, fruit and vegetables can cause dermatitis.

	•  Wet working such as cleaning can cause dermatitis.

	•  Prolonged contact with wet cement in construction can lead to chemical burns and/or dermatitis.

	•  Benzene in crude oil can cause leukaemia (a type of cancer).
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	Hazard checklist
	Response





	Does any product you use have a danger label?
	 



	Does your process produce gas, fume, dust, mist or vapour?
	 



	Is the substance harmful to breathe in?
	 



	Can the substance harm your skin?
	 



	Is it likely that harm could arise because of the way you use or produce it?
	 



	What are you going to do about it? Can you:

	•  use something else

	•  use it in another, safer way

	•  control it to stop harm being caused?
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Construction (Design and Management) Regulations 2015
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	CDM dutyholder
	Summary of role/main duties





	Clients
	Clients are organisations or individuals for whom a construction project is carried out. The client has to make suitable arrangements for managing a project. This includes making sure:

	•  other dutyholders are appointed

	•  sufficient time and resources are allocated to the construction project

	•  relevant information is prepared and provided to other dutyholders

	•  the principal designer and principal contractor carry out their duties

	•  welfare facilities are provided







	Domestic clients
	Domestic clients are people who have construction work carried out on their own home or the home of a family member that is not done as part of a business. Domestic clients are included in CDM 2015, but their duties as a client are normally transferred to the contractor, on a single contractor project, or the principal contractor on a project involving more than one contractor. However, the domestic client can choose to have a written agreement with the principal designer to carry out the client duties



	Designers
	Designers prepare or modify designs for a building, product or system relating to construction work. When preparing or modifying designs, they have a duty to eliminate, reduce or control foreseeable risks that may arise during construction and the maintenance and use of a building once it is built. Designers must provide information to other members of the project team to help them fulfil their duties



	Principal designers
	Principal designers are appointed by the client in projects involving more than one contractor. They can be an organisation or an individual with sufficient knowledge, experience and ability to carry out the role. They plan, manage, monitor and co-ordinate health and safety in the pre-construction phase of a project. This includes:

	•  identifying, eliminating or controlling foreseeable risks and ensuring designers carry out their duties

	•  preparing and providing relevant information to other dutyholders and the principal contractor to help them plan, manage, monitor and co-ordinate health and safety in the construction phase






	Principal contractor
	A principal contractor is appointed by the client to co-ordinate the construction phase of a project if it involves more than one contractor. They plan, manage, monitor and co-ordinate health and safety in the construction phase. This includes:

	•  liaising with the client and principal designer

	•  preparing the construction phase plan

	•  organising co-operation between contractors and co-ordinating their work

	•  making sure suitable site inductions are provided

	•  ensuring that reasonable steps are taken to prevent unauthorised access

	•  making sure workers are consulted and engaged in securing their health and safety

	•  making sure welfare facilities are provided






	Contractor
	A contractor is any individual or business in charge of carrying out construction work (e.g. building, altering, maintaining or demolishing). Anyone who manages this work or directly employs or engages construction workers is a contractor. Their main duty is to plan, manage and monitor the work under their control in a way that ensures the health and safety of anyone it might affect (including members of the public). Contractors work under the control of the principal contractor on projects with more than one contractor



	Worker
	A worker is an individual who carries out the work involved in building, altering, maintaining or demolishing buildings or structures. Workers include plumbers, electricians, scaffolders, painters, decorators, steel erectors and labourers, as well as supervisors like forepersons and chargehands. Their duties include co-operating with their employer and other dutyholders and reporting anything they see that might endanger the health and safety of themselves or others. Workers must be consulted on matters affecting their health, safety and welfare






On-site welfare facilities








Provision and Use of Work Equipment Regulations 1998




	•  machines, such as sanding machines, steam strippers and spray equipment

	•  hand tools such as screwdrivers, knives, shave hooks, brushes and rollers

	•  lifting equipment such as lift trucks, elevating work platforms, vehicle hoists, lifting slings and bath lifts

	•  other equipment such as ladders and water pressure cleaners.
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Working with electricity
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Manual Handling Operations Regulations 1992
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Personal Protective Equipment at Work Regulations 1992 (as amended)
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	Hard hat or safety helmet

	

	•  A hard hat or safety helmet should be worn to provide protection to the head, primarily from items being dropped or to protect from bumping the head





	Safety boots or shoes

	

	•  Safety footwear should be worn to protect the feet from items being dropped, particularly onto the toes

	•  Safety footwear has extra protection around the toe area by the use of steel inserts. The soles of the feet will also be protected from items sticking up on site, such as nails or screws, that could penetrate the sole of ordinary shoes







	Ear defenders

	

	•  Ear defenders and ear plugs should be worn to provide hearing protection, particularly when carrying out work of a noisy nature

	•  Protection will also be required if working in a noisy environment as working with power tools for long periods can lead to hearing loss or damage






	High-visibility (hi vis) vest or jacket

	

	•  High-visibility (or hi vis) clothing is worn to make it easier for other people to see you. This is particularly important when working on site where there may be vehicles or plant working around the area






	Safety goggles or glasses

	

	•  Safety goggles or glasses protect the eyes from dust and flying debris while working and should also be worn when working with chemical materials such as paint removers and fungicidal washes





	Dust masks and respirators

	

	•  Dust is produced during most construction work and it can be hazardous to the lungs, causing ailments ranging from asthma to cancer. If well fitted, wearing a dust mask helps to filter out dust from the air being breathed

	•  Another hazard is dangerous gases and fumes, such as solvents. A respirator will filter out hazardous fumes, but a dust mask will not! Respirators are rated P1, P2 and P3, with P3 giving the highest protection. If spraying oil-based paints it is advisable to wear a cartridge respirator to provide further filtering of the fine particles of solvent






	Gloves

	

	•  Wearing gloves that are appropriate to the task will protect hands. Decorators may wear light cotton or latex gloves to protect hands from cuts and abrasions when rubbing down, for example, and they are comfortable to use

	•  Gauntlet gloves should be worn for heavy-duty work such as washing down walls or using liquid paint remover






	Sunscreen

	

	•  When working outdoors in the hot sun the skin can become easily damaged and burning may lead to skin cancer. Exposed skin should be protected using a factor 50 sunscreen

	•  It is advised to avoid working outdoors without a shirt on very sunny days






	Barrier cream

	

	•  Barrier cream is an alternative hand protection which will reduce the absorption of paint materials into the skin. It provides some protection against irritation and should be rubbed into the hands before carrying out any task using paint

	•  Always wash your hands with soap and water after work tasks and before eating food, to avoid ingesting any chemicals






	Bib and brace overalls or a boiler suit

	

	•  Overalls with a bib or a boiler suit are useful as protective clothing and enable a small number of tools to be carried in the pockets, making them efficient to use





	Safety harness

	

	•  The full harness shown here is typically worn as part of a fall protection system, which stops a person falling when working high up, such as on bridges or high roof structures. It is made from nylon and a safety lanyard can be attached to it. The lanyard is attached to the safety harness as well as to a secure anchor point and a safety rope

	•  The safety rope can be of a fixed length or may incorporate an inertia-operated anchor device that locks to prevent a fall when weight is applied to it. An inertia-operated anchor device attached to a safety line operates in the same way as a car seat belt to stop movement
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Respiratory protective equipment (RPE)
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Work at Height Regulations 2005 (as amended)
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	•  all work at height is properly planned and organised

	•  those involved in work at height are competent

	•  the risks from work at height are assessed and appropriate work equipment is selected and used

	•  the risks of working on or near fragile surfaces are properly managed

	•  the equipment used for work at height is properly inspected and maintained.
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	•  avoid work at height where possible, for example doing the work from ground level using extending equipment

	•  use work equipment or other measures to prevent falls where work at height cannot be avoided, for example cherry pickers or scaffolding

	•  use work equipment or other measures to minimise the distance and consequences of potential falls, where the risk cannot be eliminated, for example nets or soft-landing systems.
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Control of Noise at Work Regulations 2005
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Risk assessment





	1  Identify the hazards.

	2  Decide who might be harmed and how.

	3  Evaluate the risks and decide on whether the existing precautions are adequate or whether more should be done.

	4  Record your findings and implement them.

	5  Review your assessment and update if necessary.
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Method statement
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Permit to work







3 UNDERSTAND HOW TO Set up and secure work areas


Planning a site layout
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	•  zones for particular activities, such as assembly of elements of the building prior to erection and areas for welding steel. These activities should be allocated zones to allow them to work freely without disruption from other site activities

	•  cranes (including radii and capacities)

	•  site offices

	•  welfare facilities

	•  offloading, temporary storage and storage areas (laydown area)

	•  subcontractor facilities

	•  car parking

	•  emergency routes and muster points

	•  access, entrances, security and access controls, temporary roads and pedestrian routes

	•  vehicle wheel washing facilities

	•  waste management and recycling areas

	•  site hoardings and existing boundaries

	•  protection for trees, existing buildings and neighbouring buildings

	•  signage.





	•  identifying the site facilities that will be required

	•  determining the sizes and other constraints of those facilities

	•  establishing the interrelationships between the facilities

	•  optimising the layout of the facilities on the site.
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Neighbouring properties





Waste management




Environmental protection




Temporary services




Routes around site



	•  Permanent roads can be laid before the construction process starts. This means completing the installation of all services before roads are laid. However, there is a risk of damage to roads by heavy plant or traffic during the construction process.

	•  A hardcore base can be laid along the route of the permanent road. Traffic and water may damage the subsoil below the hardcore, and this could mean having to replace the hardcore and the damaged soil.

	•  Temporary roads can be laid along the most convenient routes to suit construction. This will reduce some of the expenditure related to the permanent road features, as the base will already be in place.
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Site welfare



	•  toilets

	•  washing facilities

	•  storage for personal items

	•  canteen

	•  drying room.
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Site safety and security



Protecting the public
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Protecting employees
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Site security
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4 KNOW BUILDING SUBSTRUCTURE
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Purposes and materials of substructure



Types and purposes of foundations



	•  the nature of the load to be supported

	•  ground conditions

	•  the presence of water

	•  space availability

	•  accessibility

	•  sensitivity to noise and vibration.






	Strip foundations


	

	•  Strip foundations provide a continuous strip of support around the perimeter of the building

	•  In some cases, foundations will also be taken within the building area to provide support for internal load-bearing walls

	•  They are sometimes referred to as trench foundations, as the whole trench is filled to the top with concrete






	Pad foundations

	

	•  Pad foundations are rectangular or circular pads that are used to support localised loads from columns

	•  They are typically used in a series, e.g. in a frame structure where the bearing capacity of the ground is sufficient at low depth

	•  They are not suitable for heavy structures that are prone to being affected by wind forces or excessive ground movement






	Pile foundations

	

	•  Pile foundations are deep foundations. They are formed of long, slender, columns, typically made from steel or reinforced concrete

	•  Piles are used when there is a need to go to deep levels to find solid ground for the foundation. They will typically be used in buildings sited near rivers, as the piles will be required to find bed-rock below the level of the water table. Large buildings, such as office buildings, will also be built on top of pile foundations

	•  The most common types of piles are driven piles that are prefabricated off site and then driven into the ground, and bored piles that are poured in situ. The piles will be set out in series at the points where the main loads of the building will need to be transferred






	Raft foundations

	

	•  Raft foundations are formed by pouring concrete or sometimes reinforced concrete slabs of uniform thickness (typically 150 mm to 300 mm) that cover a wide area, usually covering the entire area of the building. The entire load of the building is then transferred over the wide area much as in the way a raft floats on water









Characteristics of materials used in substructure




	Brick

	

	•  Bricks are small rectangular blocks that can be used to form parts of buildings, typically walls

	•  The use of bricks dates back to pre-Roman times, when they were made from clay dug from the ground. Handmade bricks are still required when carrying out work on historic buildings. Since the time of the Industrial Revolution, bricks have generally been machine-made with clay taken from quarries in various parts of the United Kingdom. The clay varies in colour and strength and the designer needs to consider these factors when choosing bricks

	•  Bricks are in common use for the construction of walls, paving and more complex features such as columns, arches, fireplaces and chimneys. They remain popular because they are relatively small and easy to handle, can be extremely strong in compression, are durable and low maintenance, can be built up into complex shapes and are visually attractive






	Block

	

	•  Blocks are denser and larger than bricks. Solid concrete blocks are manufactured from naturally dense aggregates to be strong and heavy. Solid concrete blocks are strong enough to be used for large masonry units that are load bearing

	•  Block density depends on what they are to be used for; they can be reasonably lightweight when used for interior walls that are not load bearing

	•  As blocks are larger, they can be used to build a large area quite quickly, so if they are not required to be decorative then they are selected instead of bricks due to their speed of laying






	Steel

	

	•  Steel is used to provide reinforcement to the substructure in the form of mesh or reinforcing bars

	•  The main purpose of steel is to strengthen and hold concrete in tension and reduce cracking in the concrete






	Concrete

	

	•  Concrete is the most used man-made material in construction. It is used extensively in buildings, bridges, tunnels, roads and dams. Concrete is mainly used for foundations, floors, paths, kerbs and other items such as large underground sewers

	•  Some items may be prefabricated off site and, depending on their use, they may have steel reinforcement added

	•  Concrete is a composite material, consisting mainly of Portland cement, water and aggregate (gravel, sand or rock). When these materials are mixed together, they form a workable paste which gradually hardens over time






	Damp proof course/damp proof membrane

	

	•  A damp proof course (DPC) is laid between courses of bricks to prevent damp rising vertically through the bricks into the building. Rising damp is caused by capillary action drawing moisture up through the porous elements of a building’s fabric

	•  A DPC is supplied on a roll and Building Regulations state that a damp proof course may be a bituminous material, polyethylene, engineering bricks or slates in cement mortar or any other material that will prevent the passage of moisture

	•  A damp proof membrane (DPM) is a membrane material applied to prevent moisture transmission. Typically, a DPM is a polyethylene sheet laid under a concrete slab to prevent the concrete from taking up moisture through capillary action. The Building Regulations state that a ground-supported floor will meet these requirements if the ground is covered with dense concrete laid on a hardcore bed and a DPM is provided






	Insulation

	

	•  In the average home, approximately 10 per cent of heat loss is through the ground floor. Insulation is a means of reducing heat loss and is typically installed on the ground floor between the top screed and concrete layer. Insulation may also be used in upper floors between heated and unheated spaces, such as a loft

	•  Building Regulations require that floors achieve minimum thermal performance, and this affects the amount of insulation required. Thermal performance is measured in terms of U-values
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Types of building services



Electricity
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Gas
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Water
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Drainage (surface and wastewater)



Surface water drainage
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Wastewater drainage and disposal


[image: ]




[image: ]


[image: ]


[image: ]





Communication networks
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	1  List three methods of renewable energy sources that produce electricity.

	2  What is the benefit of a rainwater harvesting system?
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5 KNOW BUILDING SUPERSTRUCTURE



	•  Frame: load-bearing framework, main floor and roof beams, ties and roof trusses of framed buildings, casing to stanchions and beams for structural or protective purposes.

	•  Upper floors: suspended floors over or in basements, service floors, balconies, sloping floors, walkways and top landings where part of the floor rather than part of the staircase.

	•  Roof: roof structure, roof coverings, roof drainage, rooflights and roof features.

	•  Stairs and ramps: construction of ramps, stairs, ladders, etc., connecting floors at different levels.

	•  External walls: external enclosing walls including walls to basements, but excluding walls to basements designed as retaining walls.

	•  Openings in external walls: windows and doors.

	•  Internal walls: includes internal walls, partitions, balustrades, moveable room dividers, cubicles and the like.

	•  Openings in internal walls and partitions: doors, hatches and other openings.

	•  Internal services and fixtures and fittings: may be included as part of the superstructure as they are fitted above ground.




Wall types


Solid walls
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Cavity walls




	•  they reduce the weight on the foundation

	•  they provide good sound insulation and help to keep out noise

	•  they give better thermal insulation than a solid wall because the space is full of air or insulation materials and this reduces heat transmission (they have a heat flow rate that is 50 per cent less than that of a solid wall)

	•  economically cheaper to build than solid walls

	•  they are fire resistant.
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Timber frame
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Partitions
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Other types of materials used for superstructures




	Stone

	

	•  Stone has been used for the superstructure of buildings for centuries as it was often found close to proposed construction sites. More commonly used today for decorative panels and garden walls

	•  It is more time consuming to build with stone than brick, timber or block, so is a more expensive process






	Timber

	

	•  Timber has been used extensively over the centuries to form the superstructure of a building. The most notable timber houses were built in the Tudor and Elizabethan periods

	•  Modern housing methods often use timber frames and cladding as an alternative to brick buildings






	Metal stud

	

	•  Metal stud or studding refers to the construction of thin walls where the frame construction is made from thin strips of metal which are then fixed together to form a framework

	•  The illustration shows thin metal stud walls forming an interior space ready to be faced with plasterboard or another covering material











Floor types



Solid floor
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Suspended floor
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Honeycomb sleeper wall
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Block and beam constructed floor
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Precast floor
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Roof types





	Pitched roof

	

	•  A pitched roof is a roof that slopes downwards, typically in two parts, at an angle from a central ridge board

	•  A pitched roof can slope on one side only, as in a lean-to roof or mono pitch roof






	Traditional hand cut roof

	

	•  A traditional hand cut roof is a roof that has been cut and assembled on site, rather than manufactured off site as in a trussed roof

	•  The illustration shows the different parts of a traditional cut roof called a hipped roof. In a hipped roof (or hip-roof), all sides slope downwards to the walls






	Trussed roof

	

	•  A trussed roof is typically manufactured off site in a factory and then delivered and erected on site with the help of cranes to lift it into position

	•  The roof is made up of a series of pre-built frames called trusses that are assembled to form the roof structure, before battening, felting and the application of the final roof covering






	Flat roof

	

	•  A flat roof is a roof that is almost level. To be classed as a flat roof, the pitch or slope of the roof must be no more than 10 degrees to the horizontal









Roof materials




	Timber

	

	•  Timber is usually used in a structural form to provide the framework to support the roof coverings

	•  The illustration shows the timber rafters, support battens and timber sheet material that is visible before the waterproof tiles are fixed in place






	Lead

	

	•  It is possible to completely cover a roof in lead and many churches have this type of roof. However, for most domestic and commercial buildings, it is commonly used for smaller areas such as flashings and lead gulleys

	•  The illustration shows lead flashing being used to weatherproof the joint between the sloping roof and the wall






	Slate

	

	•  Slate has been used as a roof covering for hundreds of years. It is a natural rock that is mined and cut to form thin sheets that are shaped to size and then overlapped to keep the weather out

	•  Slate and stone roofs are a feature of many historic buildings. To repair and conserve them successfully requires the use of appropriate traditional materials and techniques






	Tile

	

	•  Clay tiles have been used to tile roofs for hundreds of years. Originally handmade, the tiles were traditionally made from clay in moulds, although concrete has been used since the 1950s

	•  Tiles need to be laid in an overlapping pattern to be completely weatherproof






	Felt

	

	•  Felt can be used in roofing in two ways: as an outer waterproof covering, or as an underlayer to other roofing materials such as slates and tiles

	•  Felt helps to reduce the effect of wind loading on the slate or tile roof covering. It also provides a waterproof barrier and allows for the safe disposal of water that has collected on the upper surface of the underlay

	•  The illustration shows the black felt underlay fixed to the rafters under the battens and tiles






	Sheet

	

	•  The illustration shows heat-applied bituminous felt roofing materials. Typically, three layers are bonded to the roof substrate using heated bitumen

	•  Sheet timber material is also used under the tiles to improve insulation and provide additional security






	Other roofing material systems

	

	•  Metal, including zinc, powder-coated steel and plastic reinforced sheeting, is also used for covering roofs but these are more likely to be used on industrial buildings than domestic ones

	•  Hard plastics are manufactured to be used in the place of clay and concrete tiles and are ideal for off-site manufacture of buildings as they are a much lighter material and lend themselves well to prefabrication






	

	

	•  In many modern buildings, synthetic systems of covering are used to replace, in particular, bituminous felt on flat roofs. The most popular being rubber sheeting (ethylene propylene diene monomer (EPDM)) or glass reinforced plastic (GRP). Rubber roofing comes in pre-made rolls, ready to be rolled out across the roofing. A relatively simple installation process involves a single sheet of rubber-like material, which is glued to the roof decking, and then fitted with trims around the edges

	•  To install glass reinforced plastic roofing, a layer of resin is added to the roof surface, then a mat of fibreglass strands, and then another layer of resin. A topcoat is then applied afterwards to create a weatherproof surface










Other roofing material systems









Types of finishes



Internal finishes


Paint systems



	•  Preservation: to provide protection and make the surface to which they are applied last longer.

	•  Sanitation: to make the surface easy to clean by using coatings that can be washed down.

	•  Decoration: to provide different colours to appeal to individual tastes, which can be changed when required. (Further detail on the use of colour in decoration can be found in Chapter 5.)

	•  Identification: paints can be used to make items stand out from one another and in particular to identify parts, for example British Standard 1710 provides the standards for identifying pipes (there is more detail on this in Chapter 4).





Paper coverings




Plaster




Dry lining




Tiling
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External finishes



Paint systems




Rendering systems





Special coatings




External wall insulation




Cladding
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Building elements



First fix



	•  building the structure and outside cladding, including roof tiles, to make the building watertight

	•  roof joists

	•  floor joists and flooring

	•  door frames and door linings

	•  partitions and staircases

	•  electrical cabling and pipework for plumbing and gas.





Partitions




External door and window frames




Internal door lining
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Stairs and staircases
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Services
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Second fix



Finishes




Doors




Kitchen units




Sanitary ware
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	  1  Which description describes a quantity surveyor?




	      a  Concerned with project cost to provide estimates, budget and cost control.

	      b  Concerned with measured survey and design, structural surveys, legal matters.

	      c  Concerned with the strength and stability of the elements of construction.

	      d  Concerned with the plan and design and will oversee the construction of buildings.




	  2  What elements need to be completed during the first fix?




	      a  Ceiling roses, heating and water supply must be finished first.

	      b  Ceilings, walls and floors are finished first.

	      c  Stairs, services and light switches are finished first.

	      d  Finishes, stairs and services are finished first.




	  3  A paint delivery has missing items. How should this be reported to the supplier?




	      a  Text message

	      b  Letter

	      c  Telephone

	      d  Fax message




	  4  Which of the following is essential to be shown on a working drawing?




	      a  Colours

	      b  Quantities

	      c  Schedule

	      d  Scale




	  5  Which construction work is classed as industrial?




	      a  Painting houses

	      b  Painting offices

	      c  Painting bridges

	      d  Painting flats




	  6  Which of these members of a building team is referred to as the craftsperson?




	      a  Site agent

	      b  Electrician

	      c  Structural engineer

	      d  Chargehand




	  7  Which of the following walls is classed as load bearing?




	      a  Metal stud partition

	      b  Timber stud partition

	      c  Dense concrete block

	      d  Lightweight concrete block




	  8  What material would prevent moisture from seeping into the building through the floor?




	      a  DPM

	      b  Block

	      c  Screed

	      d  Concrete




	  9  What regulation states that injuries resulting in more than seven days’ absence must be reported?




	      a  PUWER

	      b  HASAWA

	      c  RIDDOR

	      d  CDM




	10  What hazard does the symbol below represent?




	      a  Flammable

	      b  Toxic

	      c  Explosive

	      d  Corrosive
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A Figure 141 110-volt tools can be recognised by the yellow
plugs used
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A Figure 4.26 The parts of a brush
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A Figure 5.50 Marking the first length for cross lining
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A Fieure 6.1 Complementary colours
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A Figure 4.44 Component parts of a casement window
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A Figure 2.38 Example of a tower scaffold
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A Figure 5.45 Window reveal
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A Figure 1.35 Injury report form
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A Fioure 175 Installing aerial cables
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A Figure 1.18 Computer-aided desien
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A Fioure 1.28 Symbols and hatchings
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A Figure 6.21 12-colour wheel based on BS 4800
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A Fioure 5.55 Work away from the natural light source
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A Fioure 5.56 Hang paper from the centre of the ceiling
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A Fioure 1.12 Building operatives working on site
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A Fioure 1.16 Manual drawing
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A Figure 1.56 Barriers in place to provide clear routes around a
construction site





OEBPS/images/53-5.gif
‘F

This angle no more than 10°





OEBPS/images/57-1.jpg
A Fioure 1.90 Timber cladding being fixed as an outer finish
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A Figure 1.17 Equipment used in manual drawings
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A Figure 1.91 Door with ironmongery
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A Figure 1.7 Commercial offices
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Figure 1.47 Fatal accident statistics (Source: RIDDOR 2018/19)
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A Figure 2.30 Labelled ladder
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A Figure 6.103 Material safety data sheet for scumble
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A Figure 5.47 Centring wallpaper over the centre line
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A Fioure 4.46 Painting a staircase
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A Figure 4.45 Component parts of a sash window
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A Figure 5.48 Centring wallpaper either side of the centre line
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A Fioure 6.2 Visible light is made up of different wavelengths





OEBPS/images/211-1.gif





OEBPS/images/80-1.gif
Jrasma|

Tower spctn ecori

A Figure 2.36 PASMA Tower Inspection Record
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A Figure 1.33 Fire blanket
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A Fioure 1.69 Rainwater harvesting system
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A Figure 2.13 Ladder classification
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A Figure 1.34 Types and uses of fire extinguishers
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A Fioure 1.68 Drainage system
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A Figure 2.12 Kitemark
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A Fioure 1.32 The fire triangle
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A Figure 1.25 Elevations
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A Figure 1.27 Assembly drawing





OEBPS/images/133-2.gif
Hose
dip

w

Regulator

A Figure 3.36 Parts of a blow torch
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A Figure 4.41 Painting a panelled door
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A Figure 6.22 BS 4800 reference numbers
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A Fioure 4.40 Painting a flush door
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A Fioure 1.15 Programme of works
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A Figure 1.55 Sample site layout indicating key areas. Not to scale






OEBPS/images/7-1.jpg
A Figure 1.11 Scaffolders working on site
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A Figure 2.35 The correct angle for a ladder is 1:4
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A Fioure 1.54 Construction site signage
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A Figure 5.14 Heat embossing process
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A Fioure 1.4 Decorating is a form of maintenance
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A Fioure 1.89 Large glazed tiles being fived to the interior
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A Figure 1.3 Renovation work in progress





OEBPS/images/52-2.jpg
=

e

W

ol
N





OEBPS/images/33-1.gif
Can you AVOID working
at height in the first place?
If NO, got to PREVENT

Do as much work as possible
from the ground.

Some practical examples include:

« using extendable tools from
ground level to remove the need
o climb a ladder

« installing cables at ground level

« lowering a lighting mast to
ground level

« ground level assembly of edge
protection.

A Figure 1.46 Minimising risks

Can you PREVENT a
fall from occurring?
IfNO, go to MINIMISE

You can do this by

« using an existing place of work
thatis already safe, eg. anon-
fragile roof with a permanent
perimeter guard rail or, if not

« using work equipment to prevent
people from faling

Sorme practical examples of

collective protection when using an

existing place of work

« a concrete flat roof with existing

edge protection, or guarded mezzanine

floor, or plant or machinery with fixed
quardrails around it

Some practical examples of collective
protection using work equipment to
prevent a falt

« mobile elevating work platforms
(MEWPs) such as scissor lifts

« tower scaffolds

« scaffolds.

An example of personal protection
using work equipment to prevent a falt

« using a work restraint (travel
restriction) system that prevents a
worker getting into a fall position

Can you MINIMISE
the distance and/or
consequences of a fall?

If the risk of a person falling remains,
you must take sufficient measures to
minimise the distance and/or
consequences of a fall

Practical examples of collective
protection using work equipment to
minimise the distance and
consequences of a fall

« safety nets and soft landing systems,
e.0. air bags, installed close to the
level of the work

An example of personal protection
used to minirmise the distance and
consequences of a fall

« industrial rope access, e.g. working
on a buikding facade

« fall-amest system using a high
anchor point.

Using ladders and stepladders

For tasks of low risk and short
duration, ladders and stepladders
can be a sensible and practical
option

If your risk assessment determines
it s correct to use a ladder, you
should further MINIMISE the risk
by making sure workers:

« use the right type of ladder for
the job

 are competent (you can provide
adequate training and/or
supenvision to help)

« use the equipment provided
safely and follow a safe system
of work

« are fully aware of the risks and
measures to help control them.

Follow HSE guidance on safe use

of ladders and stepladders at

www.hse.gov.ukAvork-at-height/
index htm
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A Figure 228 An example of an instruction manual for a mobile
access tower
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A Figure 1.80 Partitions: metal stud wall





OEBPS/images/49-2.jpg
S

A Fioure 1.79 Timber frame panels lowered into position by crane
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A Figure 1.82 Thin metal stud walls faced with plasterboard
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A Figure 1.81 Partitions: timber stud wall
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A Figure 6.15 Example of a colour specified using the Munsel
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A Figure 1.66 Water reservoir
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A Fioure 1.78 Timber framing
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A Fioure 2.8 A typical roof ladder
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A Fioure 1.64 Gas valves





